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Eine neue Methode der metallorganischen Gasphasenepitaxie (MOVPE) für das Wachstum und die 
Dotierung von hochwertigen ZnO Schichten wurde in dieser Arbeit entwickelt. ZnO ist ein 
potenzielles optoelektronisches Material für effektive Lichterzeugung im grünen bis ultravioletten 
Spektralbereich.  
Optoelektronische Anwendungen von ZnO erfordern Verunreinigungs-freie monokristalline 
Schichten mit glatter Oberfläche und niedriger Kristallgitter-Defektkonzentration. Am Anfang dieser 
Arbeit gab es nur wenige Berichte über MOVPE Wachstum von polykristallinem ZnO. Die meist sehr 
geringe Qualität dieser ZnO Schichten wurde den für epitaktisches Wachstum meist ungeeigneten 
Substraten und den Gasphasen-Vorreaktionen zwischen dem Zn- und den O-Vorläufern 
zugeschrieben. Um die ZnO Qualität zu kontrollieren, wurden einige O-Vorläufer für das Wachstum 
auf GaN/Si(111) oder GaN/Saphir Substraten mit unterschiedlichen Reaktortemperaturen und -
drücken geprüft. ZnO Schichten mit XRD Halbwertsbreiten der (0002) Rockingkurven von 180" und 
schmaler Kathodolumineszenz von 1.3 meV der dominierenden Emission I8 wurden mit einem 
zweistufigen Verfahren synthetisiert. Diese Prozedur beginnt bei niedriger Temperatur mit einer mit 
tertiär-Butanol gewachsenen ZnO Schicht, und einer nachfolgend gewachsenen 
Hochtemperaturschicht mit N2O als O-Vorläufer. 
Die p-Typ Dotierung des normalerweise als n-Typ Halbleiter vorliegendem ZnO gestaltet sich als 
sehr schwierig. Diese Dotierungs-Asymmetrie ist problematisch für ZnO-basierte Bauelemente. Seit 
1992 haben einige Publikationen über die Herstellung von p-Typ ZnO berichtet, diese Ergebnisse sind 
aber immer noch, mangels fehlender Reproduzierbarkeit, fraglich. Intrinsische Defekte, 
Nichtstöchiometrie und Wasserstoff sind Quellen der n-Typ Leitfähigkeit von ZnO. Zusammen mit 
einer niedrigen Löslichkeit der möglichen p-Typ Dotanden und der tiefen Position der 
Störstellenniveaus erklären diese Faktoren teils die Schwierigkeit einer p-Typ Dotierung in ZnO. 
Jedoch gibt es keinen vollständig beschriebenen Mechanismus der Asymmetrie von ZnO Dotierung. 
In dieser Arbeit wurden NH3, unsymmetrisches Dimethylhydrazin (UDMHy), Diisobutylamin und 
NO als Stickstoff-Vorläufer für die p Typ Dotierung von ZnO untersucht. Einige NH3 und UDMHy-
dotierte Proben haben eine Verringerung der Elektronkonzentration nach dem Tempern gezeigt, aber 
keine zuverlässige p-Typ Leitfähigkeit. NO als Vorläufer führt zur sehr glatten Schichten mit einer 
starken Verringerung der Wachstumsrate, jedoch beeinflusst er nicht die optischen und elektrischen 
Eigenschaften des ZnO. Diisobutylamin verschlechtert die Eigenschaften von ZnO, ein Stickstoff-
Einbau wurde nicht beobachtet. Eine braune Farbe der Proben wird beobachtet, wenn man NH3 oder 
UDMHy verwendet hat. Aus der starken Verringerung der Ladungskonzentrationgegenüber der 
Hintergrunddotierung und dem Verhalten der DAP Lumineszenz wurde gezeigt, dass der Stickstoff als 







































In this work a new Metalorganic Vapor Phase Epitaxy (MOVPE) method was developed 
for the growth and doping of high-quality ZnO films. ZnO is a unique optoelectronic material 
for the effective light generation in the green to the UV spectral range.  
Optoelectronic applications of ZnO require impurity-free monocrystalline films with 
smooth surfaces and low concentration of the defects in the crystal lattice. At the beginning of 
this work only few reports on MOVPE growth of polycrystalline ZnO existed. The low qual-
ity of ZnO is attributed to the lack of an epitaxially matched substrate, and gas-phase prereac-
tions between the Zn- and O-precursors. To achieve control over the ZnO quality, several O-
precursors were tested for the growth on GaN/Si(111) or GaN/Sapphire substrates at different 
reactor temperatures and pressures. ZnO layers with XRD rocking curve FWHMs of the 
(0002) reflection of 180″ and narrow cathodoluminescence of 1.3 meV of the dominant I8 
emission were synthesized using a two-step growth procedure. In this procedure, ZnO is ho-
moepitaxially grown at high temperature using N2O as O-precursor on a low temperature 
grown ZnO buffer layer using tertiary-butanol as O-precursor. 
p-Type doping of ZnO, which usually exhibits n-type behaviour, is very difficult. This 
doping asymmetry represents an issue for ZnO-based devices. Beginning from 1992, a grow-
ing number of reports have been claiming a fabrication of p-type ZnO, but, due to the missing 
reproducibilty, they are still questionable. Native defects, non-stoichiometry, and hydrogen 
are sources of n-type conductivity of ZnO. Together with a low solubility of the potential p-
type dopants and deep position of impurity levels, these factors partly explain p-type doping 
difficulties in ZnO. However, there is no fully described mechanism of the ZnO doping 
asymmetry yet. 
In this work, NH3, unsymmetrical dimethylhydrazine (UDMHy), diisobutylamine, and NO 
nitrogen precursors were studied for p-type doping of ZnO. Some NH3- and UDMHy-doped 
samples have shown a reduction in the electron concentration after post-growth rapid thermal 
annealing, but no reliable p-type conductivity was observed. The use of the NO precursor re-
sults in very smooth layers with a strong drop in growth rate. However, it does not influence 
the optical and electrical properties of the ZnO. Diisobutylamine deteriorates the properties of 
ZnO and does not lead to nitrogen incorporation. A brownish color of the samples is observed 
when using NH3 or UDMHy. From the strong reduction in the carrier concentration about one 
order of magnitude lower than the background doping concentration, and the behavior of the 
DAP luminescence, it is concluded that nitrogen as an acceptor can be successfully introduced 
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Semiconductor industry is continuously bringing new inventions into our everyday life. 
For example, the mass-producible and high-quality blue-ultraviolet GaN-based light emitting 
diodes and lasers are used in blue-ray DVDs, displays, and traffic signals.  
Zinc oxide (Eg=3.37 eV at room temperature) is unique optoelectronic material for the 
effective light generation in the green to the UV spectrum range. Its high exciton binding en-
ergy of 60 meV [Hum73] allows excitonic optically pumped lasing at room temperature 
[Kli78, Bag97, Yu97, Bag98]. Higher exciton binding energy of 90 - 100 meV is achievable 
by fabrication of ZnO-related superlattices [Sun00, Chi03]. The possibility of band-gap tuning 
from 3 eV to 4.5 eV in small lattice mismatched MgxZn1-xO and ZnxCd1-xO alloys was dem-
onstrated [Oht98, Mak01, Tak03, Ron04], and high-quality quantum wells were obtained. 
Additionally, ZnO is a polaritonic medium for microcavity polariton lasers [Kav02, Zam02]. 
ZnO is naturally n-type semiconductor, which can hardly be doped to become a p-type. 
This doping asymmetry represents an issue for optoelectronic applications of ZnO. Native de-
fects, the non-stoichiometry, and hydrogen are the sources of n-type conductivity of ZnO 
[Man65, Ave67, Kob96, Suk82, Wal00, Par02, The02, The03]. Low solubility of the dopants 
[Ave67, Par02], and deep position of the impurity levels [Wal00, Par02] represent the main 
difficulties for achieving p-type material. Beginning from 1992 [But92] until now [Per05, 
Lim05], a growing number of reports have been claiming the growth of p-type ZnO by pulsed 
laser deposition, sputtering, metalorganic vapor phase epitaxy, and molecular beam epitaxy. 
However, no growth technique is proven to achieve reliable, reproducible high-quality p-type 
ZnO. 
Metal Organic Vapor Epitaxy∗ (MOVPE) method [Man68] offers the reproducible 
growth of high-quality, pure films with homogeneous properties over a large substrate area. 
MOVPE is an effective means for the growth and doping of ZnO because it is proper for the 
growth of other wide-band gap compound semiconductors which have asymmetrical doping 
issue (GaN, ZnSe).  
At the beginning of this work only few reports on MOVPE growth ZnO existed [Sav64, 
Rya68, Ker70, Shi78, Gha80, Lau80, Shi81, Rot81]. These films, however, were used for ap-
plications like transparent conduction oxides or waveguides. The surface of the films was so 
rough that the film must me lapped and polished [Cha75]. Most of the films had low crystal-
line quality due to the lack of suitable substrate for epitaxy. Additionally, gas-phase prereac-
                                                 
∗ From Greek „epi“  - on and „taxis“ – ordering; the process of growing single-crystal layers of semiconductor 




tions severely degraded the quality of ZnO layers due to the lack of the appropriate O-
precursor. 
The main goals of this work were to find a suitable substrate for epitaxy, develop 
growth procedures of ZnO with suited O-precursors, to investigate the properties of ZnO, and 
to dope it in order to achieve p-type conductivity. 
The structure of the thesis is as follows. Chapter 2 describes the structural, optical, and 
electrical properties of ZnO. Chapter 3 gives an overlook of the characterization techniques 
employed for the characterization of the ZnO films. Chapter 4 deals with some issues of 
MOVPE growth, doping, and post-growth rapid thermal annealing of ZnO. Chapters 5 and 6 
describe and discuss the results of investigation of the properties of MOVPE grown ZnO. 
Chapter 7 summarizes the results of this work. 
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2. Properties of ZnO 
2.1. Structural and Crystalline Properties  
As it was mentioned in the introduction, ZnO films did not fit the requirements for op-
toelectronic applications until the 1981.* One of the ZnO epitaxy issues is the lack of the lat-
tice-matched substrate with a similar crystalline structure.  
Crystal lattice of ZnO was investigated already in 1930s and in 1950s [Bun35, Bra35, 
Hel50, Rym52, Cim57, Gra54]. ZnO has a wurtzite structure∗∗ which represents a hexagonal 
closed-packed lattice (Fig. 2.1, left). The coordinate system of the unit cell consists of 4 vec-
tors, with ā1, ā2 and ā3 lying in the same plane, and ā4 perpendicular to them (Fig. 2.1, right). 
Besides the lattice matching, the choice of the substrate for the epitaxy of ZnO includes some 
additional considerations, which are discussed in Chapter 4.1.1. 
Another issue of ZnO epitaxy is the significant scattering of the measured ZnO lattice 
parameters reported in different researches. For example, the reported ā lattice parameter val-
ues vary from 0.32475 to 0.32501 nm, and the c lattice parameter values - from 0.52042 to 
0.52075 nm [Özg05]. On the one side, this scattering directly refers to the use of different 
mismatched substrates and the growth processes. On the other side, it is attributed to the fun-
damental property of the ZnO, the deviation from stoichiometry [Kal81]. Non-stoichiometry 
                                                 
*   In 1980s – 1990s ZnO was not studied extensively. Nowadays the interest to this topic is on the rise again. 
∗∗  The word ‘wurtzite’ originates from the French chemist, Ch. A. Wurtz (1817-1884). According to the review  
of Özguer et al., the zincblende structure of ZnO is achievable by growth on cubic substrates, and the rocksalt 
structure - at high pressures [Özg05]. ZnO discussed in this work was not synthesized under those conditions. 
 
 
Fig. 2.1. ZnO unit cell (picture after [Rie01]). 
4  2.2. Polar Surface and Etching 
of ZnO strongly influences its optical and electrical properties. In particular, it is one of the 
reasons for the doping asymmetry of ZnO (Chapter 2.4). 
 
2.2. Polar Surfaces and Etching 
From the crystalline structure of ZnO, it is evident that it has different polar surfaces 
along the c-axis, Zn-polarity and O-polarity, Fig. 2.1. Similar to GaN, which has the same 
crystalline structure, the ZnO polarity influences its physical and chemical properties. Still, 
there are some open questions. For example, the polarity of GaN influences its impurity dop-
ing efficiency [Li00], yet there is a controversy which polarity is better for p-type doping of 
ZnO [Hon02].*  
The polarity of ZnO was studied by means of X-ray diffraction and chemical etching al-
ready in 1960s [Col62, Mar62]. At the present time, it is usually determined by the chemical 
etching in different acid solutions. The etching rate of O-polar sample is much higher than 
that of the Zn-polar one [Col62]. The etching of ZnO is well established, as demonstrated in a 
number of studies beginning from 1990s [Vel90, Zhu04, Wan05].** Taking into account that 
the control over ZnO polarity is recently proclaimed [Hon02, Kat04], this opens prospect for 
the industrial microprocessing of the ZnO-based devices. 
 
2.3. Optical Properties  
According to Kaldis et al., ZnO is noted as a material with high luminescence intensity 
from the beginning of 20th century [Kal81]. For example, ZnO powders served as a material 
for short decay time cathodoluminescence screens in 1940s [Rie41]***. Nowadays, in high 
quality ZnO crystals at helium temperature very narrow excitonic recombination lines (40 
µeV) are resolved (Tab. 2.1) [Mey03, Mey05]. Additionally, the excitonic luminescence is 
detected at room temperature because of exciton binding energy of 60 meV [Hum73]. This 
energy is higher than in GaN (21-25 meV), which also makes ZnO exceptionally attractive for 
optoelectronics. The luminescence spectrum of ZnO consists of three groups of peaks which 
are situated in the ultra-violet and visible region of the electromagnetic spectrum (360 nm to 
750 nm). Beside others, it includes band-to-band, free-to-bound transitions, 
                                                 
*    More on the properties of ZnO films with the different polar surfaces can be found e. g. in the review of  
Ozgur et al. [Özg05]. 
**  See the review of Pearton et al. [Pea04]. 
***  Reference from [Kal81]. 
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and donor-acceptor pair (DAP) recombinations.* For example, a blue-green emission centered 
around 500 nm originates from a Zn vacancy and an interstitial Zn [Jin00], O vacancy [Byl78, 
Rie52, Kro54, Pro95] and interstitial O [Ege96, Hah65, Liu92], and DAP recombination 
[Gar02]. An orange-red emission at 1.9 eV assigned to Li and Na impurities [Mey05]. Exci-
tonic luminescence is reviewed in more details elsewhere [Rey65, Loo76, Pre88, Lan99, 
Mey04, Mey05].
                                                 
* A detailed description of those recombination processes in semiconductors in general can be found  











AL 367.12 3.3772 [Lan82b]  
AT 367.26 3.3759 [Lan82b]  
AF 367.38 3.3748 [Lan82b]  
I0 367.63 3.3725 [Rey65]  
I1 367.71 3.3718 [Rey65]  
I1a 368.13 3.3679 [Rey65]  
I2 368.19 3.3674 [Rey65]  
I3 368.29 3.3665 [Rey65]  
I3a 368.34 3.3660 [Rey65]  
I4 368.34 3.3660 [Rey65] H 
I5 368.86 3.3614 [Rey65]  
I6 368.92 3.3608 [Rey65] Al 
I6a 368.96 3.3604 [Rey65] Al 
I7 369.01 3.3600 [Rey65]  
I8 369.03 3.3598 [Rey65] Ga 
I8a 369.08 3.3593 [Lan82] Ga 
I9 369.37 3.3567 [Lan82] In 
I10 369.76 3.3531 [Lan82]  
I11 370.28 3.3484 [Lan82]  
 
Tab. 2.1. Recombinations lines of excitonic luminescence in ZnO. AL and AT are the longitudinal and trans 
versal free A-exciton states. 
6  2.4. n- and p-type Conductivity 
Spatial Distribution and Localization of the Luminescence 
As it has been shown in the work of Meyer et. al, there is a strong spatial localization of 
excitonic luminescence which is caused by the structural defects in ZnO [Mey03]. Spatially 
and spectrally resolved cathodoluminescence measurements which were used in this work al-
lowed examining the properties of the ZnO films (Chapter 3.3). The detection of the lumines-
cence from donor- and acceptor-bonded excitons gives information about distribution of the 
defects and recombination centers in ZnO. Thus the correlation between the surface morphol-
ogy and optical properties, and information about stress inside the ZnO layer can be deter-
mined.  
 
2.4. n- and p-type Conductivity 
Undoped ZnO exhibits n-type conductivity*, and resists being doped p-type. This tech-
nological issue pulls up the use of ZnO for optoelectronics. What is more, the fundamental 
explanations of natural n-type conductivity and asymmetrical doping of ZnO are still disput-
able.  
In literature, the n-type conductivity of ZnO is attributed to native defects, non-
stoichiometry, and hydrogen**. Sukkar et al. has shown that non-stoichiometric ZnO has natu-
ral excess of Zn or deficiency of oxygen [Suk82]. However, it is unknown whether the donor 
is a zinc interstitial (Zni) or an oxygen vacancy (Ov) [Kal81]. On the one side, Thomas dis-
cussed zinc interstitials as the cause of high conductivity of zinc pretreated samples [Tho56]. 
Sukkar and Kohen supported this with the ionic diffusion and size considerations [Suk82, 
Koh00]. Opposite to those arguments, oxygen vacancies were claimed responsible for n-type 
conductivity of ZnO on the basis of the calculation of reaction rates, diffusion experiments, 
electrical conductivity and Hall-effect measurements [Kal81, Bag97]. Apart from this discus-
sion, interstitial atomic hydrogen is theoretically predicted to introduce a shallow donor state 
with ionization energy of about 0.05 eV in ZnO [Wal00, Wal01, Wal02, The03, Oha02]. 
                                                 
*   ZnO is feasibly doped n-type with group-III elements such as In, Al, Ga, B [Tho59, Min85, Nin97, Hir98],  
Si [Min85], and F [Hu91]. 
** Hydrogen in ZnO was investigated already in the 1950s [Mol54, Lan57, Tho56, Tho59]. Mollwo has found 
that heating ZnO in hydrogen increases its conductivity and changes its luminescent properties [Mol54]. It is 
remarkable that the first study of the hydrogen influence on the semiconductor properties was investigated in 
the case of ZnO, according to van de Walle [Wal00]. Nowadays, hydrogen in ZnO attracts attention because it 
passivates the green luminescence [Str03], influences the catalytic activity and adsorption of gases [Mey03], 
and affects the polar surfaces of ZnO differently [Los05]. 
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Those theoretical conclusions are experimentally supported by the electron paramagnetic 
resonance measurements of bulk single-crystals [Hof02, Pol03, Ip03]. Van de Walle et al. and 
Kohan et al. have theoretically demonstrated that native defects are not responsible for the 
high-concentration of shallow donors [Koh00]. What is more, Van de Walle et al. proposes 
that unintentionally incorporated hydrogen is the primal factor responsible for the n-type con-
ductivity in ZnO [Wal00]. 
One of the reasons for the conductivity control difficulty is a low solubility of acceptor 
atoms. According to some theoretical studies, the maximal achievable concentration of the 
acceptors is lower than the lowest of the donors [Ave67, Par02]. In addition, bringing the ac-
ceptor atom in the other site or in the interstitial position converts it into donor atom [Man65, 
Ave67, Par02]. However, Look et al. have experimentally demonstrated that N can be doped 
to a level of more than 1019 cm–3 [Loo02]. n-type ZnO films with lower donor concentrations 
were reported, see the review of Oezguer et al. for some examples [Ozg05]. It is not enough, 
however, to simply bring a large amount of acceptor atoms in the ZnO film to achieve the p-
type semiconductor. According to theory, the doping with shallow acceptors generates the 
compensating donor defects, such as vacancies or interstitials [Man65, Ave67, Par02]. Be-
sides, acceptors can couple with defects to form electrically inactive complexes [Man65, 
Ave67, Par02]. Thus, the appropriate doping process should be developed. 
 
2.5. Nitrogen Doping 
p-type ZnO can be hypothetically achieved by doping with either group-I or group-V 
elements. Doping with group-I elements is possibly more effective than doping with group-V 
elements because of more shallow acceptors [Yam99, Par02]. Several reports on ZnO doping 
with Li, Na, and K [Sch70, Sch68, Val91], Cu [Kan91], Ag [Ka91] exist. On the other side, it 
was observed that doping with group-I elements increases donor concentration instead. This is 
attributed to tendency of group-I dopants to occupy the interstitial sites, partly due to their 
small atomic radii, Tab. 2.2. Additionally, doping with Na and K induces lattice strain due to 
the change of the bond length, which leads to the formation of the vacancies which compen-
sate the dopants [Par02]. The Group-V elements have low solubility in ZnO due to the mis-
match in ionic radii for P, As, and Sb as compared to O, Tab. 2.2. Several papers on p-type 
ZnO doping by P, As, and Sb were published [Kim03, Ryu03, Heo03, Heo04, Lim04, Loo04, 
Lim05, Vai05, Che05], however the results were not reproducible or questionable [Loo01, 
8  2.5. Nitrogen Doping 
Loo04]. Phosphor doping was attempted in this work, but only polycrystalline ZnO was ob-
tained (Chapter 8.2.5). 
From the theory, nitrogen is the most promising element for p-type ZnO [Par02]. As it 
is already mentioned, nitrogen can be brought into ZnO to the concentrations of more than 
1019 cm–3 [Loo02]. In the other experiments electron paramagnetic resonance measurements 
have demonstrated that N substitutes O in the ZnO lattice [Car01, Gar02, Gar03]. There are 
some reports on p-type ZnO, achieved with following precursors and growth methods: NH3 
(CVD, MOCVD) [Min97, Hua02, YYan03, Xli03, Wan03b, Rom03], N2O [Jos99], NO 
[Xu04], N2 (MBE) [Loo02], monomethyl-hydrazine (MOMBE) [Ash02], pulsed laser deposi-
tion (PLD) [Jos99, Jos99, Tab02, Guo02], and sputtering [Hua03, Lu03, Wan03b, Sin03]. Un-
fortunately, these experiments are still irreproducible. One of the explanations for the difficul-
ties with nitrogen doping is the formation of the double N complex, which promotes the for-
mation of the compensating defects [Yan01]. Besides, this topic together with the specific as-
pects of native defects energetics is thoroughly discussed elsewhere [Koh00, Oba01, Zha01, 
Lee01, Par02, Wan03, Bar05]. 
Apart from direct doping, there are some promising exotic methods for ZnO. For exam-
ple, the use of Ga (or Al or In) and N ions simultaneously (so-called codoping method) was 
proposed from the solid theoretical considerations [Yam99, Yam00, Yam02, Mat03]. Sup-
porting those predictions, experimental works on codoped p-type ZnO were published [Jos01, 
Nak01, Ash02, Mat03, Ye04, Ye05, Yua05]. Unfortunately, those experiments were not re-
producible (Lee et al. attributes this to a potential problem that isolated Ga atoms will com-
pensate the N–Ga–N acceptors [Lee01]). Besides codoping with Ga, the simultaneous incor-
poration of hydrogen and nitrogen into ZnO is a promising method too [Wal01, Zun03]. For 
p-type GaN [Neu95, Nak96], for example, hydrogen increases the acceptor solubility and 
Atom  Valence Radius ( Å)  
Zn +2 0.60 
Li  +1  0.59 
Ag  +1  1.00 
Ga  +3  0.47 
Al  +3  0.39 
In  +3  0.62 
O -2  1.38 
N  -3  1.46 
P  -3  2.12 
As  -3  2.22 
F  -1 1.31 
Tab. 2.2. Valence and ionic radii of the chemical elements. 
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suppresses the native defect compensation effects [Wal01, Xli05]. However, it is unknown if 
that works for ZnO. According to the theoretical work, it depends on the energetics of N–H 
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3. Characterization Techniques 
In order to investigate ZnO properties, X-ray diffraction, cathodoluminescence, photo-
luminescence, capacitance-voltage, Nomarski, scanning electron, transmission electron and 
atomic force microscopy measurements were performed. 
 
3.1. Surface Morphology 
Optoelectronic applications of ZnO require smooth, defect-free surface. Particles, stains, 
scratches, cracks, pits and hillocks in the epitaxial film deteriorate the performance of the op-
toelectronic device. For the study of the surface morphology of ZnO films, standard Nomar-
ski, scanning electron, and atomic force microcopy were used.  
Differential interference contrast microscopy (Nomarski microscopy)∗ improves optical 
film visibility and brings more detail to the image in comparison to the convenient optical mi-
croscope. A description of the Nomarski microscopy technique can be found in the review of 
Davidson et al. [Dav99].  
Atomic force microscopy (AFM)∗∗ gives 3D information about the topology of the sur-
face (hillocks and holes can not be always distinguished in Nomarski and scanning electron 
microscopies). AFM technique is not bound by conventional restrictions such as diffraction 
caused by the relatively large wavelength of light. The limit is imposed by the geometrical 
size of the stylus probe [Bin86].  
Scanning electron microscopy (SEM)∗∗∗ uses electrons for imaging. The advantages of 
SEM over light microscopy include much higher magnification, and greater depth of field 
(~100 times that of light microscopy). A detailed description of the SEM technique can be 
found elsewhere [Rei98]. 
 
3.2. Capacitance-Voltage Measurements 
The carrier concentration and type of conductivity should be reliably measured in the 
quest for p-type conducting ZnO. Some reports, claiming p-type ZnO (see the references in 
Chapter 2.6), have questionable Hall effect measurements, and thus can never be reproduced.  
                                                 
∗      was established by G. Nomarski in 1950s. 
∗∗     was constructed by G. B. Binning, C. F. Quate and Ch. Gerber in 1986, [Bin86]. 
∗∗∗    was invented by M. Knott and E. Ruska in 1930. 
 3.3. Cathodoluminescence Measurements 12 
Capacitance-voltage measurements* were used for the study of the electrical properties 
of ZnO in this work. The underlying GaN buffer layer and the substrate influence the electri-
cal measurement of ZnO layer. For example, if the underlying GaN layer has a higher carrier 
concentration than ZnO layer, then the electrical measurement results in the measurement of 
GaN layer. This issue can be eliminated either by growing of the thicker ZnO layer or by dop-
ing of GaN layers with Iron**. 
The convenient Hall-effect measurements were not performed in this work. According 
to Look et al., Hall effect measurement is complicated by small Hall voltages measured in p-
type ZnO due to the lower than 1 cm2/Vs hole mobility [Loo04]. Taking into account that it is 
difficult to fabricate high-quality ohmic contacts to ZnO [Tuz01, Son03, She03, Ip04, Lim05, 
Kim05], a sample can appear p-type conducting material because of contact noise during one 
of the multiple Van der Pauw measurements [Loo04]. 
The type of conductivity and the impurity distribution were determined using the Schot-
tky model [Sch38] by measuring the capacitance C per unit area as a function of voltage using 












.   
Equivalent circuit of the capacitance bridge represents either a condenser with the ca-
pacity Cp with a parallel resistor Rp or a condenser with the capacity Cs and a serial resistor Rs. 
The parallel resistivity describes the possible leak currents and serial resistivity gives the con-
ductive properties of ZnO. In the ideal case Rs is small and Rp is very large. At two differently 
large areas mercury gets into contact with a sample surface by evacuating the area between the 
mercury and the sample surface. The smaller contact usually behaves as a Schottky contact 
and the larger one is Ohmic. 
 
3.3. Cathodoluminescence Measurements 
The information on spatial and spectral distribution of the luminescence is achieved 
from the cathodoluminescence measurements.***  
A standard experimental setup intended to investigate microcathodoluminescence of 
                                                 
*    This method is described in [Dad99]. 
**  The doping of n-type GaN with Iron decreases its carrier concentration. 
*** See also Chapter 2.3, “Spatial Distribution and Localization of the Luminescence”. 
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ZnO samples includes a SEM (JEOL 6400), a system which collects light radiation and brakes 
it out a microscope column (collector system), a system for spectral analysis of radiation 
(monochromator), and a system which monitors CL radiation (see a more detailed description 
of the method in [Chr91]). The collector system consists of an elliptical focusing mirror and 
lenses. Using the detector system (MCP Si-reticon for the wavelength range of 180-920 nm; 
and InGaAs-reticon for the wavelength range of 800 – 1750 nm) a broad range of the ZnO 
spectrum from near band edge luminescence to the deep levels can be investigated. Cryostat 
cooled by liquid He in the temperature range of 5 K - 300 K allows to perform CL measure-
ments at low temperatures. In the CL measurements performed in this work an accelerating 
voltage of 5 KeV was used.  
The experimental data obtained are visualized as the composition of two lateral coordi-
nates (x,y) along the surface or cross section of the ZnO film and correlate to local intensities 
and wavelengths. The information can then be extracted from this data: local spectrum 
I(x,y,λ), integrated spectrum I(λ), monochromatic intensity maps I(x,y,λ1), panchromatic in-
tensity maps I(x,y,[λ1− λ2]), and wavelength images (CLWI) λ(x,y). 
 
3.4. X-ray Diffraction∗ 
Several X-ray diffraction methods** were used for the determination of the crystalline 
quality, type of lattice, lattice parameters, and crystal orientation of ZnO. ω−scans in (0002) 
geometry were performed in order to determine the tilting of the ZnO columns, and in (1010) 
geometry in order to determine the twisting of the ZnO columns.*** The c- and a-lattice pa-
rameters were determined from the θ−2θ scans of (0002) and (1010) ZnO reflections, respec-
tively. The variation of the lattice parameters in the layer was assessed from the full width at 
half maximum of the X-ray diffraction peaks obtained in these measurements.  
                                                 
∗     X-ray diffraction was discovered in 1912; x-rays were discovered in 1895 by the German physicist Wilhelm 
    Conrad Röntgen. 
**   More on characterization of epitaxial semiconductor layers can be found in the book “High-resolution  
   X-ray Diffraction”, A. Krost et al., [Kro96]. 
*** In order to achieve a first idea about the quality of the epitaxial film rocking-curve measurement is usually  
      performed. It is a ω−scan performed with a wide open detector. No rocking curves were measured in this 
  work, because the 2θ peak position of ZnO and GaN are lying so close to each other that they are not  
  distinguishable. 
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3.4.1. ω− and θ−2θ Scans around the [0001] Direction 
An URD 6 diffractometer (Seifert/FPM Freiberger Präzisionsmechanik) was used for 
the determination of the c-lattice parameter and the tilting of ZnO columns. A schematic de-
piction of ω− and θ−2θ scans is shown in Fig. 3.1. A copper X-ray source generates a diver-
gent non-monochromatic x-ray beam with a spatial size of 0.04 x 8 mm2. A Ge(111) crystal  
and slits are used to achieve an almost parallel monochromatic beam. After the X-rays are dif-
fracted on the sample, they go through the third slit to a scintillation detector.  
 
3.4.2. XTS θ−2θ Scans around the [10 1 0] Direction 
X-ray transmission scattering (XTS) θ−2θ scans around the (1010) reflection were per-
formed in order to determine the a-lattice parameter of the ZnO films. A D5000 (Bruker AXS) 
diffractometer was used for these measurements (Fig. 3.2). The spatial size of the X-ray beam 
is 0.1 x 12 mm². The slit and the monocrystalline Ge (220) monochromator on the secondary 
part of the device are suppressing the Kα2-radiation. 2:1–scans were performed in transmis-
sion geometry, i.e. the sample is situated perpendicular to the direction of the incoming X-ray 
 
Fig. 3.1. Schematic view of URD 6 diffractometer. 
 
Fig. 3.2. Schematic view of the D5000 diffractometer. 
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beam, which is passing through the sample to be detected on the other side of the layers. In 
such a geometry, the lattice planes (10 1 0) lying perpendicular to the surface of the sample 
were investigated. 
 
3.4.3. GID ω−scans around the [10 1 0] and [303 0] Directions 
Fig. 3.3 depicts the photo of the experimental setup (Seifert/FPM) used for GID meas-
urements. X-rays are emitted from a standing head-on-down source. The X-ray beam is paral-
lelized in order to achieve a low axial divergence by the collimator which consists of parallel 
highly absorbing metal plates. The especially designed sample holder and the goniometer al-
low to vary the incidence angle of X-ray and thus to change the penetration depth of X-rays 
into the ZnO film. GID technique is used for the determination of the twist of ZnO columns. 
Those measurements were performed in (1010) geometry. Besides that, in order to determine 
the Scherrer size and inhomogeneous distortions in the ZnO, additional measurements were 
performed in (1010) and (303 0) geometries. 
 
3.4.4. Reciprocal Space Mapping  
For reciprocal space mapping in the symmetrical (0002) and asymmetrical (20 2 4) ge-
ometries the diffractometer XRD 3003 HR (Seifert/FPM) was used, (Fig. 3.4). On the primary 
site of the device the X-ray source, a multilayer parabolic mirror (Bragg mirror) and a mono-
chromator are mounted in order to achieve highly collimated monochromatic X-ray beam. The 
monochromator represents four Ge (220) monocrystals. The secondary optics consists of 
 
Fig. 3.3. Schematic overview of the GID experimental setup.  
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the Ge (220) analyzer monocrystal for the angle resolution and the detector. This analyzer 
crystal is especially useful for symmetrical reciprocal space mappings because the c-lattice 
parameter of ZnO and the underlying GaN layer are very close to each other; thus higher reso-
lution is needed.  
For the asymmetrical reciprocal space mapping the Soller collimator was used because 
the intensity of the reflections in this geometry was too low for using the Ge analyzer, while 
the resolution of peaks from ZnO and GaN in such a geometry is sufficient for the measure-
ment. 
 
3.5. Transmission Electron Microscopy 
Transmission electron microscopy (TEM) measurements were performed in the group of 
Prof. Gerthsen (University of Karlsruhe) to study the distribution of edge, mixed and screw 
dislocations in ZnO epilayers grown by two-step growth method (Chapter 6.2.2). Dislocations 
and stacking faults severely reduce the efficiency of optically active material when present 
with the densities higher than 108 cm-2 [Loo05].* Such high densities are not rare in devices 
based on ZnO.** For example, vertical threading dislocations have concentration of 1010 cm-2 
in epi-ZnO/Al2O3, which drops the carrier mobility to less than 100 cm2 (Vs)-1 [Loo05]. The 
influence of dislocations on the electrical transport in epilayers was investigated earlier in 
1980s, as pointed out by Mueller et al., [Mue05] (see the references within).  
According to Mueller et al., only few TEM studies on the defect structure in ZnO were 
                                                 
*   This issue existed for example, in GaN epitaxy. Nowadays, it is solved [Dad03a]. 
**  Taking into account the presence of native point defects, which also act as scattering centers, no wonder that  
the reported mobilities even in single-crystalline epitaxial ZnO are poor in comparison to those of bulk ZnO,  
see the review of Oezguer for examples [Ozg05]. 
 
 
Fig. 3.4. Schematic view of the XRD 3003 HR diffractometer. 
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published [Nar98, Hon00, Vig01]; although several studies appeared recently [Nak98, Lim01, 
Wal04, Bar04], the number of TEM studies of ZnO is still low when related to the number of 
reports on ZnO topic in general. 
200 keV Philips CM 200 FEG/ST microscope which is equipped with a field emission 
gun was used for TEM measurements [Mue05]. Dislocation Burgers vectors b were analyzed 
on the basis of the bg = 0 extinction criterion using different imaging vectors g. The weak-
beam technique was applied to improve the resolution [Wil96]. Cross-section samples along 
the <11 2 0>- and <1100>-zone axes were prepared applying the technique described by 
Strecker et al. using 3.5 keV Xe+ ions for the final ion milling to minimize radiation damage 
with an ion current of 1 mA and an incidence angle of 14 degrees [Str93].More on transmis-
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4. MOVPE System and Rapid Thermal Annealing 
The early reports on ZnO growth utilized growth techniques such as magnetron sputter-
ing [Hac94, Gar98] and chemical vapor deposition [Tik80, Kas81, Sri95]; however, the films 
were mainly polycrystalline. Subsequently, higher-quality ZnO was grown using molecular-
beam epitaxy (MBE) [Che98, Fon99], pulsed-laser deposition (PLD) [Vis98], and hydride or 
halide vapour-phase epitaxy (HVPE) [Kas83, Tak99]. Among those growth methods, 
MOVPE is the most promising method for optoelectronic applications, because it offers large-
scale production of high-quality films with homogeneous properties. 
 
4.1. Metal Organic Vapor Phase Epitaxy of ZnO 
MOVPE after its invention in 1969 [Man69] is nowadays a wide-spread and well devel-
oped semiconductor growth technique. It is based on chemical reactions which employ vari-
ous gaseous, liquid and solid precursors*. Fig. 4.1 shows the MOVPE AIXTRON 200/4 RF-S 
system used for the growth of  ZnO and GaN films in this work.  
Fig. 4.2 shows a schematic overview of the MOVPE system. Firstly, the gas mixing 
system controls the gas flow using pressure regulators, mass flow controllers (MFCs), and 
pneumatic valves to achieve a laminar flow. A carrier gas is used to transport the reactants to 
the substrate and to carry away the byproducts of the reaction. All these flows are directed 
                                                 
* Some chemical properties of precursors used in this work are discussed in Chapter 8. 
 
Fig. 4.1. AIXTRON 200/4 RF-S reactor system. 
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into either the reactor or a vent line. The Zn- and O-precursors have a separated injection sys-
tem to minimize prereactions in the gas lines. The metalorganic sources are placed in tem-
perature-controlled baths. Secondly, a vacuum pump and a pressure controller with a throttle 
valve are used to control the reactor pressure. The substrate and the susceptor are significantly 
hotter than any other part of the reactor. The substrates are placed on a susceptor, which is 
made of SiC-coated graphite and heated by radio frequency (RF) induction. This material is 
compatible with the reactants and does not contaminate the system. Finally, the toxic exhaust 
gases are removed by using a wet chemical scrubber. 
 
4.1.1. Substrate Choice  
In order to reduce the strains, crack and dislocation density* in epitaxial ZnO film, the 
substrate with the similar crystallographic symmetry, smallest lattice mismatch** and in-plane 
linear expansion coefficients should be chosen. Besides, no chemical reaction (corrosion, for 
example) on the substrate surface should occur, because it serves as a perturbation factor for 
epitaxy. For ZnO, no ideally suited epitaxial substrate exists. This is why the growth mecha-
nisms of ZnO are complicated by the initial nucleation layer and structural defects [Lor00, 
Kim97, Che00]. A number of studies have been conducted on GaN [it has no perfect substrate 
for epitaxy too], and significant progress has been made [Rou99, Hey99]. However, no sys-
                                                 
*   More on the properties and X-ray characterization of epitaxial films can be found in [Kro96]. 




aaf −=0 . 
 
Fig. 4.2. Schematic view of the MOVPE. 
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tematic research on the ZnO growth mechanism has been reported yet [Che01]. There are 
several possible substrates as candidates for ZnO growth:  
a) ZnO by itself;  
b) Si;  
c) sapphire;  
d) epitaxial GaN on Sapphire or on Si;  
e) buffer layers.  
Table 3.1 summarizes the different properties of those substrates.*  
a) ZnO itself is the most appropriate substrate for ZnO growth, but ZnO substrates are 
still expensive (~200 € for 1 cm2) and not available in appropriate quality. Bulk ZnO crystals 
are mainly grown by hydrothermal [Shi99, Sek00, Sak01], vapor phase [Shi71, Nte99, Alb91, 
Mat99], and melt growth methods [Sus99]. The quality and the properties of those bulk sam-
ples differs significantly. For example, Kohl et al. have shown that the Zn atoms start to 
evaporate from the Zn-face ZnO at temperatures as low as 380 °C, while on the O surface that 
                                                 
* Some heteroepitaxy experiments were also reported on SiC [Joh92], GaAs [Shi94, Hwa03], CaF2 [Ko03], and 
  ScAlMgO4 [Oht99] substrates. However, the quality of these ZnO films is lower, as compared to that of ZnO  
  films grown on a) - e) substrates. 
 





































12.991 0.5 18*) 7.5 
*)  Similar to AlN, InN, and GaN, [0001]-oriented ZnO grows on [0001]-oriented Al2O3 with the in-plane epi-
taxial relationship ZnO[1010]║Al2O3 [11 2 0] [Vis97]. The c-plane of ZnO rotates by 30° in the c-plane of the 
Al2O3, which leads to alignment of ½ (303 0) planes of Al2O3 with (2 11 0) of a-planes of ZnO [Nar02,Ozg05].
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takes place above 600 °C [Koh74]. More recently, other groups [Sak00, Sak01, Kat03] have 
shown that ZnO substrates with different polarity require different pre-growth surface prepa-
ration. Several attempts were performed on „epi-ready“ commercially available substrates in 
this work, but were not successful. However, the use of other bulk ZnO substrates can be very 
practical. 
b) The direct growth of high-quality ZnO on Si is difficult because of silicon dioxide 
formation (the formation enthalpy of SiO2 (910.7 kJ/mol) is larger than of ZnO (350.4 
kJ/mol)) [Lad80]. This amorphous layer degrades the crystalline quality of the overgrown 
film. For example, no ZnO growth on Si was found experimentally when N2O was used as an 
oxidation source.* 
c) Many studies on the growth of ZnO films have used c-plane [Fon99], a-plane 
[Fon01] and r-plane [Hag99] sapphire as substrates because oxygen sublattice of sapphire has 
the hexagonal symmetry of ZnO. Additionally, high quality, low cost Al2O3 wafers are com-
mercially available [Pea04]. Because of those advantages, ZnO films grown on the sapphire 
substrates are often used for non-optoelectronic applications. For example, according to Pear-
ton et al., most MBE layers since 1996 have been grown on sapphire (Al2O3) [Pea04]. On the 
other side, the heteroepitaxy of ZnO on sapphire is problematic for optoelectronic applica-
tions. Even after a 30° in-plane rotation to reduce the lattice mismatch (from 32% to 15%)**, 
ZnO films usually display large mosaicity, high dislocation density (>1010 cm-2) and low mo-
bilities (less than 100 cm2V-1s-1 at room temperature) as compared to bulk single crystals 
(Hall mobility of 200 cm2V-1s-1) [Cro74, Fon99, Oht99, Che00, Hon00, Loo05]. Several at-
tempts to grow ZnO directly on sapphire were made in this work. Simultaneous switching of 
both Zn- and O-precursors, growth using Zn nucleation layer or oxygen pretreatment of sap-
phire substrate at different temperatures resulted in polycrystalline or no film at all. 
d) GaN has the wurtzite structure with close to ZnO lattice matching (Tab. 4.1). Addi-
tionally, cheap, high-quality, smooth epitaxial GaN layers are available [Dad03]. To the be-
ginning of this work, there have been only few reports on the growth of ZnO on GaN [Lei91, 
Joh96, Hey96, Vis98, Nar98, Hon00]. MOVPE-grown GaN layers on Si (111) or on sapphire 
[Dad00], were used as templates for ZnO growth in this work. The templates were chemically 
cleaned with acetone, iso-propanol, H2SO4 and rinsed in deionized water before loading into 
the reactor.   
                                                 
*    The use of N2O oxygen precursor for MOVPE growth of ZnO requires high temperatures, see chapter 5.1.6. 
**  ZnO: a=0.3249 nm and c =0.5206 nm; Al2O3: a=0.4758 nm and c=1.299 nm. 
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e) The use of buffer layer can significantly improve the quality of ZnO layers. When the 
influence of the substrate orientation and buffer layers on the main ZnO layer are considered, 
buffer “homoepitaxy” of ZnO is the most efficient method for achievement of high-quality 
layers [Ko00, Che01, Kat03]. Low temperature grown ZnO buffer layers on GaN/Sapphire or 
on GaN/Si(111) were used in two-step ZnO growth in this work (Chapter 6.2).  
 
4.1.2. Carrier Gases 
Hydrogen and nitrogen were used in this work as carrier gases. Firstly, nitrogen is com-
mercially cheaper and safer than hydrogen (4 % of hydrogen in air is ignitable). Nitrogen and 
hydrogen molecules have different masses. The precursor molecules decompose better when 
heavy nitrogen is used instead of hydrogen [Har96]. Therefore, the gas-phase prereactions 
between Zn- and O-precursors* can be reduced by using hydrogen. 
Secondly, these gases have different influence on the growth process depending on the 
growth conditions. The difference between the viscosities of hydrogen and nitrogen is increas-
ing with an increasing of the temperature (Fig. 4.3). The heat transport is higher when hydro-
gen is used [Lem01]. Nitrogen is quite inert with respect to ZnO even at high temperatures. 
With hydrogen not only the chemisorption and physisorption was observed, but also the cor-
rosion of the solid ZnO to form H2O and metallic Zn at the temperatures 600 – 900 °C 
[Gru57, Kal81]. Thus, when ZnO is grown at high temperatures, the use of nitrogen is prefer
                                                 
* See Chapter 5.1. Generally, the prereaction issues can be overcame by the use of other precursors and the      
  variation of the process parameters, for example substrate temperature, reactor flow and pressure. 






















Fig. 4.3. Viscosities of hydrogen and nitrogen vs. temperature [Lem01]. 
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able. Thirdly, hydrogen in ZnO influences the ZnO luminescent properties and increases elec-
trical conductivity of ZnO.** However, as it has been shown in the studies of Mollwo, Thomas 
and Lander, solubility of hydrogen at the temperature range below 450 °C is small and the 
diffusion times are long independent on the hydrogen pressures [Mol54, Tho56, Lan57]. This 
is why the use of hydrogen as a carrier gas at low growth temperatures (<450 °C) does not 
influence the donor concentration in ZnO film. 
 
4.2. In-situ Measurement  
An in-situ tool for assessing the ZnO growth rate and thickness in this work was reflec-
tometry measurement (Fig. 4.4). It measures the reflected light intensity from a thin film. The 
phase relationship of the reflections from the top and bottom of ZnO layer is determined by 
the difference in optical path lengths of the two reflections. The reflectance of a thin film will 
vary periodically with inverse wavelength. During epitaxy, when the thickness of ZnO is 
varying, the reflectance of the film is also oscillating. The amplitude and periodicity of the 
reflectance of a growing film is determined by the film's thickness and the optical constants. 
More on the topic of in-situ characterization of thin films growth can be found elsewhere 
[Flo01, Flo02, Kro05]. 
4.3. Doping Methods 
As it has been discussed in Chapter 2.5, nitrogen is a good candidate for a shallow p-
type dopant in ZnO, although it is not very soluble. Several methods have been used for ZnO 
doping: ion implantation [Sch85, Kob96, Lin04], diffusion [Rom03], and in-situ doping dur-
ing growth (references in Chapters 2.3-2.5). In the work of Meyer et al. the photolumines-
cence measurements of the samples doped by these methods have provided strong evidence 
                                                 
** See Chapters 2.4 and 2.5. 
 
 
Fig. 4.4. Schematic view of in-situ reflectometry measurement. 
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that nitrogen on an oxygen site is the acceptor [Mey05]. However, according to Pearton et al., 
the convenient implantation can not be directly used for the ZnO, since ZnO “has more than 
one sublattice and compensating defects, such as antisites, or complexes of vacancies and in-
terstitials that can dominate the electrical behavior of the implanted region” [Pea04, Lin04]. 
Thus, the process of impurity doping by ion implantation in ZnO still needs development 
[Pea04]. On the other side, in-situ doping during MOVPE growth has been shown to be a very 
effective method for other compound semiconductors, such as GaN.  This is why doping ex-
periments in this work were performed by direct switching of the dopant precursor into 
MOVPE reactor. Some chemical properties of precursors used for doping of ZnO are dis-
cussed in more detail in Chapter 8. 
 
4.4. Rapid Thermal Annealing 
As it has been discussed in Chapter 2.5, the simultaneous incorporation of hydrogen 
when ZnO is doped with nitrogen may actually be beneficial for achieving p-type doping 
[Wal01] by removing hydrogen during post-growth rapid thermal annealing. According to 
review of Pearton et al., hydrogen can be removed from ZnO at temperatures significantly 
lower than for GaN [Pea04].  Additionally, Pearton et al. conclude from the work of Wraback 
et al., that slow diffusing H2 molecules or larger clusters do not form in ZnO during the an-
neal [Wra99, Pea04], supporting this with the observations of an implant-damaged trap-
controlled release of H from the ZnO lattice for temperatures lower than 500 °C [Ip03].  
Since ZnO is typically non-stoichiometric with a lack of oxygen, high-temperature 
treatment may result in an excess of oxygen from the ZnO layer [Kal82]. For example, the 
ZnO film preferentially loses oxygen at annealing temperatures as low as 500 °C when the 
annealing ambient is nitrogen [Pea04], and reduction of the ZnO films occurs at 600 °C when 
the annealing ambient is hydrogen [Gru57, Kal81]. This is why annealing has been performed 
in oxygen ambient in this work.  
A photo of the rapid thermal annealer is shown in Fig. 4.5. The samples are located on a 
SiC-coated graphite susceptor which is mounted inside a quartz glass reactor. High tempera-
tures are achieved by light irradiation from halogen lamps symmetrically arranged around the 
glass tube. It is possible to achieve wafer temperature ramp rates in excess of 100 °C / sec. In 
order to increase the effectiveness of the annealer, and to avoid the useless dissipation of heat, 
mirrors are introduced around the lamps. The whole system is fitted up with a cooling system 
and controlled by a computer. Oxygen flow of about 0.2 l/min at atmospheric pressure was 
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achieved by the combination of oxygen source and the vacuum pump mounted on the differ-
ent sides of the rapid thermal annealer. Annealing temperature was varied from 2 min to 10 








Fig. 4.5. Rapid thermal annealer. 
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5. Growth of Undoped ZnO 
For the fabrication of high-quality p-type ZnO, firstly the epitaxy of undoped ZnO 
should be established. This included the experimental testing of the precursors for ZnO 
growth (Chapter 5.1), and the development of the growth methods (Chapters 5.2 and 5.3). 
Secondly, the doping study followed (Chapter 6). 
 
5.1. O-precursors 
There are about 300 organometallic volatile Zinc compounds [Dic94]. The common 
metalorganic Zn precursor used for ZnO growth is DEZn [Ker70, Gha80, Lau80, Shi81, 
Rot81, Oda85, Shi88, Shi90, Wen91, Hu92, Yos93, Kim94, Li97, San98, Lia98, Hah98, 
Wra99, Gor99, Ash00, Liu00, Par01, Oga01, Lia01, Wan01, Gru02, Sal02, Shi02, Oga02, 
Wan02, Oga03, Kir03, Li03, Du03].  Because of premature homogeneous reactions of DEZn 
with some oxidants in the gas phase, which limit the process, DMZn [Smi83, Sol83, Wri84, 
Bet88, Mar89] is more suitable Zn-precursor. Zinc acethylacetonate Zn(C5H7O2)2 is a precur-
sor both for Zn and O [Rya68, Kor69, Oga90], which makes it very simple in use, but the VI-
II ratio is fixed if no other O precursor is introduced in the reactor. 
ZnO was growth by MOVPE using diethylzinc [Ker70] or dimethylzinc [Smi83] in the 
presence of oxygen [Sav64, Rya68, Ker70, Gha80, Rot81, Smi83, Shi88, Tab95, Kob96, Li97, 
Lia98, Wra99, Liu00, Par01, Lia01, Wan01, Wan02, Wan02, Du03, Wal02] or water [Gha80, 
Rot81, Shi88, Mar89, Li97, Kau88, Oga90, Wen91, Yos93, Min94, Sat94, Kob96, San98, 
Shi02]. However, it resulted in gas phase prereactions leading to the formation of particles in 
the gas phase and cold zone of the reactor, and poor film morphology. Less reactive oxygen 
sources, like CO2 [Lau80, Shi81, Mar89, Hag00, Sek00, Li03], tetrahydrofuran, and furan 
[Kau89] were studied. These precursors are not appropriate because they slowed ZnO growth 
rates.  
Organic oxides, like alcohols (iso-propanol [Gru02a, Gru02, Kir03], tertiary-butanol 
[Oda85, Hah98, Sal02, Kir03]), ethers (diethylether) and ketons (acetone) are less reactive in 
comparison to oxygen and water (Chapter 8). The use of tBuOH instead of O2 or H2O has been 
proposed by Oda et al. [Oda85]. The works of Kaufmann et al. and Hahn et al. also support the 
idea that tBuOH is a promising candidate for using in ZnO MOVPE [Kau88, Hah98]. 
The oxynitrides (like N2O [Lau80, Shi81, Mar89, Hag00, Sek00, Li03, Sol83, Shi88, 
Shi90, Oga01, Oga02a], NO [Li03], NO2 [Sol83, Shi88, Shi90, Oga01, Oga02b]) are also 




Fig. 5.1. AFM image of a 30x30 µm2 region of a
 ~1 µm thick ZnO layer on GaN. The max
 height is 426 nm. The hexagons are
 twisted by ±1.2°.
compounds offer the absence of methyl groups, which allows the elimination of an unintended 
carbon incorporation into ZnO during epitaxy. Additionally, the stability of those precursors 
requires higher growth temperatures (> 500 °C) which can have a positive effect on the ZnO 
crystallinity and surface morphology (Chapter 8). Besides, they contain nitrogen which can be 
incorporated into the film and act as an acceptor, which can lead to the the formation of p-type 
ZnO. 
Taking into account those considerations, iso-propanol, tertiary-butanol, acetone, 
diethylether, laughing gas, N2O, and nitric oxide, NO were used for ZnO growth in this work. 
DMZn was used as Zn-precursor. 
 
5.1.1. Iso-propanol 
The substrate temperature was varied in the range of 400 – 500 °C, the VI-II ratio - be-
tween 7 and 80, and the reactor pressure between 300 and 500 mbar. 
Best layers could be obtained in the temperature range from 400 °C - 475 °C at reactor 
pressures of 300 - 500 mbar, and a VI-II ratio of ~45. In AFM measurements a relatively large 
root mean square (rms) roughness of 70 nm and 25 nm is determined on a 30x30 µm2 and a 
3x3 µm2 area, respectively, for a ~1 µm thick ZnO layer (Fig. 5.1). Hexagonal pyramids or 
pyramidal terminated hexagonal prisms having an average diameter of ~6.5 µm are observed. 
The surface of these hexagons exhibits 
clearly visible edges, separating triangular 
facets with an inclining angle below 5°. 
With decreasing VI-II ratio the size of the 
hexagons decreases and the top facet 
roughens. A twist is clearly visible by the 
different orientation of the edges on the top 
facets and is estimated from the 30x30 µm2 
AFM image (Fig. 5.1) to ±1.2°. 
The dependence of the growth rate on 
the DMZn-flow indicates that pre-reactions 
significantly reduce the DMZn efficiency 
for low Zn-flows (Fig. 5.2). In addition, 
particles likely generated by gas phase pre-
reactions lead to the formation of defects. 
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However, an unambiguous correlation of particle generation to the growth conditions was not 
possible. Besides gas phase pre-reactions, deposits on the reactor tube may be an alternative 
possible source of the particles. The particles are usually correlated to a polycrystalline de-
posit in the center of a flat circular growth defect (Fig. 5.3, right). Although Iso-propanol of-
fers lower reactivity with DMZn than water and oxygen, still the particle generation limits the 
growth process. When cleaved, the samples show a smooth edge at the ZnO/GaN boundary 
and no indication of layer separation for layers ~1 µm or a nano-crystalline columnar ZnO 
growth (Fig. 5.3). In X-ray diffraction Θ-2Θ measurements the ZnO (0002) reflection splits 
up into two peaks (Fig. 5.4). This is shown in reciprocal space maps around the symmetric 
(0002) reflections in Fig. 5.5. The splitting indicates a relaxation of the ZnO towards the GaN 
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layer as indicated by the two ZnO peaks in the (0002) map. Additionally, this sample was 
etched and Θ-2Θ measurement of the ZnO (0002) reflection has been made (Fig. 5.4). 
The unetched sample shows compressive and nearly relaxed ZnO components while only the 
relaxed component remains for the etched sample, i.e. the compressive part of the ZnO sam-
ple is at the top surface. As it has been described in Chapter 2, the etching rate of O-polar 
sample is much higher than that of the Zn-polar one. The growth orientation is found to be 
Zn-face by etching with H3PO4 during 2 seconds (Fig. 5.3). In addition to strain relaxation, in 
x-ray reciprocal space maps the GaN(0002) reflection of the 2.4 µm thick ZnO/GaN/Si(111) 
sample is found to be considerably broadened (Fig. 5.5). This indicates a strong chemical re-





Fig. 5.3. SEM images of a ~1 µm thick ZnO layer on a ~1 µm thick GaN layer on Si(111). In cross 
   section of a cleaved sample (left) no layer separation is observable. Particles (right) lead  
   to defects and a rough surface. 
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Fig. 5.4. Θ-2Θ measurements of the ZnO (0002) reflection of an etched and unetched ZnO sample. 
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Fig. 5.5. X-ray reciprocal space maps around the GaN(0002) a), and GaN )4220( , b), reflections of a 2.4 µm
    thick ZnO layer on GaN/Si(111). The broadening around the GaN and ZnO peaks in  the map of the
   (0002) reflection (dotted lines) indicates a distorted region between the two layers. VI-II ratio = 7.5,
   growth rate = 5.5 µm/h, thickness = 1.4 µm, reactor pressure = 500 mbar, temperature = 400 °C. 
the ZnO sample, which shows a similar broadening. This is indicative for a strong tilting of 
the individual ZnO columns in the ZnO/GaN interface region. The thickness of this distorted 
region can be estimated to 100 nm. Such a relaxation is also observed for the 1 µm thick ZnO 
sample in CL cross-section measurements (Fig. 5.5). 
The thickness of this distorted region can be estimated to 100 nm. Such a relaxation is 
also observed for the 1 µm thick ZnO sample in CL cross-section measurements (Fig. 5.6). 
The monotonic increase in intensity and the energy shift of 4.7 meV towards the lumines-
cence peak energy of fully relaxed ZnO can be correlated to a relaxation of tensile strain ac-
companied by a gradient of the internal piezoelectric fields. A similar field-induced blue shift 




plan view CL measurements the 1 µm thick sample emits narrow luminescence centered 
around 369.7 nm (Figs. 5.6, 5.7). The near band-edge luminescence is dominated by a narrow 
(A0,X) emission. A weak DAP luminescence and almost no luminescence in the green to yel-
low region was observed (see inset in Fig. 5.7). From the energetic position of the (A0,X) lu 
minescence a tensile stress of 0.1 GPa is determined for the ZnO surface, which results from 
the combination of compressive stress induced by the GaN layer and tensile thermal stress 
due to the smaller expansion coefficient of Si. Results from spatially and spectrally resolved 
CL microscopy are depicted in (Fig. 5.7) and show a homogenous dominance of the acceptor 
bound exciton. Although only a small lateral variation of the peak wavelength occurs (a mean 
value of <E(A0,X)> = 3.3526 eV and a standard deviation of σE = 0.65 meV is derived for the 
whole depicted area of 27 μm x 18 μm) it strongly correlates with the morphology of the 
hexagons at the surface. The scanning electron microscopy image of the surface is depicted in 
the upper left of Fig. 5.7. 
The integral intensity image (Fig. 5.8, lower row, left) show strongest luminescence 
from the edges and the top of the hexagons, which partly results from the different light out-
coupling efficiencies due to the pyramidal geometry. Thus the spectrally resolved data are 
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Fig. 5.6. CL spectra from top to the ZnO/GaN interface of a 1 µm thick ZnO layer on GaN/Si. An energy shift of
 about 5 meV together with a monotonic increase in intensity is observed indicating the relaxation of
 strain and internal fields. 
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Fig. 5.7. CL spectrum of the near bandgap luminescence detected from the ZnO surface at 5 K. The position of
 the (A0,X) emission corresponds to a tensile stress of ~0.1 GPa. The inset shows a spectral overview. 
much more conclusive. The sets of monochromatic CL images at the bottom row of Fig. 5.8 
clearly evidences the strain relaxation along the surface pyramid: The highest CL emission 
energies (λ < 396.4 nm; bottom left) are solely emitted from the tips of the pyramids, where 
strain relaxation is maximum, while the strongest red-shifted emission (λ > 370.4 nm; bottom 
right) corresponds to the base region where the original tensile strain of the ZnO layer surface 
is maintained. All pyramid side facets show CL emission at λ = 369.70 nm, regardless of their 
geometrical orientation indicating their partial strain relaxation (bottom right). The local spot 
mode CL spectra recorded at the top, the facets, and the base of one pyramid respectively 
(Fig. 5.8, upper right) clearly confirms this interpretation.  
On the one side, ZnO growth using iso-propanol results in good surface morphology 
and intense cathodoluminescence of the films. On the other side, it also results in the prereac-
tions which narrow the growth processing of the films. Although iso-propanol is less volatile 


























Fig. 5.8. Plan view cathodoluminescence images of a 1 µm thick ZnO sample on a GaN template. The SEM 
   image clearly shows the hexagonal structure of the ZnO layer. The monochromatic CL images show a
   strong correlation with the surface morphology: a progressive strain relaxation as visualized by a  
   spectral blue shift is clearly observed from the pyramid’s bases to their tops. 
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5.1.2. Acetone 
The growth conditions in experiments with acetone were similar to those with iso-
propanol. The temperature was varied from 350 °C to 550 °C, and reactor pressure was 500 
mbar. N2 was used as a carrier gas. However, the properties of ZnO films grown with acetone 
drastically differ from those grown with iso-propanol. 
The surface of ZnO films grown using acetone is rough. The layers represent sets of 
horizontal worm-like filaments which have nearly the same size (Fig. 5.9).  
In experiments with iso-propanol, ZnO preferably crystallizes in the [0001] direction.* 
In contrast to that, ZnO grown using acetone shows (0001) and/or )1110(  and/or )0110(  
growth orientations, as evaluated from XRD measurements (Fig. 5.10). What is more, growth 
temperature influences the growth orientation of the ZnO films grown with acetone. ZnO 
grown at 350 0C has )1110(  orientation. An increase of the growth temperatures leads to the 
appearance of )1110(  and )0110(  modes. When the the growth temperature is increased to 
500 °C, the (0002) growth orientation additionally emerges (Fig. 5.10, bottom). Overall, the 
crystalline quality of acetone-grown ZnO is poor compared to that of iso-propanol grown 
ZnO. Despite that, some growth conditions engineering can lead to reproducible growth of 
ZnO with different  orientations. The nonpolar )0110(  surface for example is of particular 
interest from the viewpoint of surface chemistry, because the surface is terminated with the 
same number of O and Zn atoms [Duk77, Duk78]. However, those applications are beside the 
scope of this work. 
                                                 
* This is also general trend for ZnO, [Kal81]. 
 
Fig. 5.9. SEM image of a  ~1 µm thick ZnO layer grown using acetone on a ~1 µm thick GaN layer on Si(111). 
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Althought no prereactions in the reactor and particles on the ZnO surface were observed 
in experiments with acetone, a strong deposition of carbon around the substrate in the reactor 
took place. Thus, unintentional doping of ZnO with carbon can be expected. Probably due to 
this doping the acetone-grown films did not show ZnO correlated luminescence in 
cathodoluminescence experiments. However, oxygen precorsor should not unintentionally 
dope ZnO film with carbon. Additionally, reactor contamination with carbon leads to the poor 
growth results after several growth runs. Those factors point against the use of acetone for 
ZnO growth. 



























































































Fig. 5.10. X-ray reciprocal space mapping of ZnO film grown at 350 °C (top) and 500 °C (bottom). 
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5.1.3. Diethyl-ether 
Similarly to the experiments with 
acetone and iso-propanol, ZnO growth with 
diethyl-ether was performed at 
temperatures from 300 °C to 550 °C, and 
reactor pressures from 100 to 500 mbar. N2 
was used as a carrier gas. 
In contrast to acetone- and iso-
propanol grown ZnO, the diethyl-ether 
grown films contain some pyramidal 3D 
deposits (Fig. 5.11). No ZnO reflection in 
XRD measurements with position sensitive 
detector was found. Similarly to growth with acetone, a deposition of carbon is observed 
around the substrate in the MOVPE reactor. Thus, the use of diethyl-ether as O-precursor for 
ZnO growth is unappropriate. 
 
5.1.4. Tertiary-butanol  
5.1.4.1. Growth Parameter Variation 
First experiments with tertiary-butanol have demonstrated good quality of ZnO films. 
This is why growth conditions were varied in broader range than in experiments with iso-
propanol, acetone, and diethyl-ether. Epitaxial growth has been performed for 30 minutes 
using H2 carrier gas. To optimize the process parameters, the growth temperature, reactor 
pressure and tBuOH flows were varied in the ranges of 325-500 0C, 100-300 mbar, and 69-
138 mmol/min, respectively. The ZnO growth rate was not significally changed in all 
experiments and was in the range of 1-1.4 µm/h. In contrast to previously discussed 
experiments with O-precursors, no particle deposition, reactor prereactions and carbon 
deposition were observed. The most interesting results observed when DMZn and tBuOH 
flows were 2.5 mmol/min and 103 mmol/min, respectively, and the reactor pressure - 
200 mbar.  
The surface morphology of ZnO is dependent on the growth temperature. Up to 400 0C 
ZnO grows in 3D mode with vertical columns having heights from 20 to 100 nm, root-mean 
square (rms) surface roughness from 7 to 23 nm (Figs. 5.12, 5.13). The transition from 3D to 
 
Fig. 5.11. SEM image of ZnO layer grown with  
diethyl-ether. 
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2D growth occurs between 400 0C and 450 0C, which is accompanied by a strong drop of the 
AFM rms roughness from 22.3 nm to 9.3 nm (Fig. 5.13). ZnO synthesized at 450 0C and 500 
0C grows in a 2D growth mode (Fig. 5.12). The growth temperature influences the surface 
defect concentrations too (Figs 5.12 and 5.14). For example, ZnO grown at 450 °C shows the 
smallest amounts of holes and cracks (Fig. 5.14). This sample is also the smoothest one, 






















Temperature (°C)  
Fig. 5.13. AFM RMS roughness of ZnO versus growth temperature (50×50 µm2 scan). The dashed line 
 indicates the boarder between 2D and 3D growth mode. 
 
Fig. 5.12. AFM images of ~0.5 µm thick ZnO layers grown at different temperatures. A and B rectangles 
 800×800 nm2) plotted on the surface of ZnO grown at 450 °C indicate flat and rough regions of the 
 surface, respectively. RMS roughnesses are 7 nm (a), 9.3 nm (b), 0.89 nm ((b), region A), 11.7 nm
 ((b), region B), and 10.4 nm (c). 
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with the depth of the holes is at least 60-170 nm, as estimated from AFM. The holes might 
originate at dislocations in the GaN template or at the coalescence boundary of ZnO domains. 
Such holes were not observed in the surface of ZnO grown with i-PrOH. Additionally, the 
surface of i-PrOH grown samples was not influenced by the growth temperature, and was 
rougher due to hexagonal pyramids (AFM RMS roughness is 70 nm, 3×3 µm2 area). Thus, 
the different growth mechanisms dominate the growth of iPrOH- and tBuOH-grown ZnO. 
The growth of ZnO using tBuOH allows optimisation of the ZnO surface properties.  
From XRD measurements, ZnO is tensily stressed and has [0001] orientation. Similar 
to the surface morphology, the crystalline quality, strain state and lattice constants are 
influenced by the growth temperature. Additionally, coalescence growth, which leads to the 
holes in tBuOH-grown ZnO layers, has a certain influence on the strain in ZnO. 
With increasing growth temperature from 325 °C to 450 °C the values of the in-plane 
lattice parameter a systematically decrease while those of the lattice parameter c 
systematically increase (Fig. 5.15). With increasing growth temperature both parameters are 
approaching the bulk values corresponding to a decrease in tensile stress. However, from a 
comparison of the thermal in-plane linear thermal expansion coefficients of ZnO (5.61×10-6 
K-1) [Vis98] and Si (2.59×10-6 K-1) [Lan01] it can be expected that for ZnO grown at higher 
temperatures tensile stress increases. The experimentally observed decrease in tensile stress 
can be attributed to the growth of  larger-sized ZnO crystallites in accordance with the 
observations of the surface morphology which indicates smaller-sized cristallites at lower 
 
Fig. 5.14. SEM images of ZnO layers grown at different temperatures using tBuOH. 
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 growth temperatures. A similar effect has been observed for the growth of GaN on silicon 
[Dad003]. In general, tensile stress originates in the 3D-growth mode when the gap between 
adjacent islands reaches a critical size which allows the islands to coalesce whereby their 
surface energy is reduced with the increase of elastic energy. Thus the amount of tensile 
stress depends on the number of islands [Hof76].   
FWHMs of ZnO XRD ω-scans in (0002) geometry are varying from 720” to 1620”  
when the growth temperature is decreasing from 450 0C to 325 0C, Fig. 5.16. At 500 0C we 
observe an increase of the FWHM value to 860”. From Fig. 5.16, the sample grown at 450 0C  
demonstrates the best crystalline quality, which also correlates with the surface morphology 










































Fig. 5.15. ZnO lattice parameters c (?) and a (?) versus growth temperature. Dashed lines denote the literature
 values for relaxed ZnO [Lan01]. 













Temperature (°C)  
Fig. 5.16. FWHM of X-ray diffraction ω-scans around ZnO (0002) reflection versus growth temperature. 
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observations. Fig. 5.17 shows XRD reciprocal space map (RSM) of this sample around the 
asymmetrical (20 2 4) Bragg reflection. Compared to the RSMs obtained from other samples 
(which are not shown here), this one shows the narrowest and highest intesity XRD peaks. 
ZnO grown at 450 °C is partially relaxed. For comparison, for the best monocrystalline ZnO 
grown with i-PrOH the FWHM was 1590”. This indicates an improvement of the crystalline 
quality when tBuOH is used as O-precursor instead of iProOH.  
Cathodoluminescence  
Compared to iPrOH-, tBuOH-grown ZnO demonstrate better optical quality. Similarly 
to structural and surface morpholgy properties, the growth temperature strongly influences the 
optical properties of tBuOH-grown ZnO. 
Cathodoluminescence spectra (Fig. 5.18) measured on the ZnO surface at 5 K for the 
layers grown in the temperature range of 325–500 0C exhibit intensive (A0, X) exciton 
(assignment I8 in [Gut88]). The presence of (A0,X)-LO phonon peaks for samples grown at 
450 and 500 °C indicates a high crystalline quality for those layers, which also correlates with 
the results of the surface morphilogy and XRD measurements. The spectral resolution of the 
CL measurements shown in Fig. 5.18 is about 0.09 nm. As it was mentioned in Chapter 2, the 
CL spectrum of ZnO shows a lot of recombination lines, which are situated near to each other 
around 3.35 eV [Pre88]. This is why it is not possible to make a conclusion which 
recombination line dominates the CL spectra shown in Fig. 5.18. In Fig. 5.19 a blue shift of 





















Fig. 5.17. X-ray reciprocal space maps around the asymmetrical (20 2 4) Bragg reflection of ~0.5 µm thick ZnO 
layer grown at 450  0C on a ~1 µm thick GaN layer. 
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the luminescence is observable with increasing growth temperature up to 450 °C and then is 
decreasing when increasing the growth temperature to 500 °C. The FWHM of the 
luminescence peaks for the material grown at different temperatures is in the range of 7 to 
25 meV and decreases with increasing growth temperature up to 450 0C and then increases 
again, Fig. 5.18. The 450 0C-sample has the highest luminescence intensity from the surface 
at the (A01,X) position, 369.7 nm (3.35 eV) and at the (A0,X)-LO position 377.6 nm (3.28 
eV), Fig. 5.19 a), b), and c).  
In conclusion to this subchapter, different growth mechanisms govern the MOVPE of 
ZnO with i-PrOH and tBuOH. The use of tBuOH offers a pre-reaction free flexible manipula-
tion of the ZnO properties by variation its growth temperature. From a comparison of the sur-
face morphology, structural and optical qualities, ZnO layers grown at 450°C using tBuOH 
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Fig. 5.18. Integrated CL spectrum measured from the surface of ZnO at 6 K. Sample grown at 450°C shows the 
highest CL intensity. 
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Fig. 5.19. a) CL maximum intensity peak position; b) FWHM and c) maximum CL intensity versus 
 growth temperature of ZnO. 
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5.1.4.2. In-situ Annealing and Ostwald Ripening  
tBuOH can be the best candidate for low-temperature ZnO growth without prereactions 
due to the formation of the stable adducts in the reactor. According to Oda et al., stable ad-
ducts can be transported intact to the substrate and decomposed at the growing surface 
[Oda85].* The experimental results discussed in the previous subchapter have shown that the 
use of tBuOH results in good quality ZnO. In order to further improve the properties of ZnO 
grown with this precursor, in-situ annealing of ZnO was studied. 
After completion of ZnO growth at 450 °C, the carrier gas was switched to N2**, and 
N2O was additionally switched on. Then the substrate temperature was ramped up to 900 °C 
during 3.5 min, followed by an annealing step for times varying from 0 to 8 min. The N2O use 
is particularly suitable here due to the potential loss of oxygen from ZnO during the high-
temperature processing (Chapter 4.4). 
In-situ Observations 
When growing the ZnO layer a decrease in the reflected intensity is observed in 
reflectivity measurements (Fig. 5.20). During the heat-up procedure the intensity of the 
reflected signal is slowly decreasing, and after the moment when the temperature reaches 820 
°C it starts to increase. When the ZnO layer is annealed at 900 °C, the reflectivity signal 
increases and saturates, indicating surface smoothening.   
 
                                                 
*   See Chapter 8 for more discussion on this. 
** High-temperature processing of ZnO should be performed without hydrogen, Chapter 4.1.2. 


















































Fig. 5.20. In-situ reflectometry measurement of ZnO growth and in-situ annealing processes. 
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Surface Morphology 
The change of the surface morphology is strongly pronounced in SEM images, Fig. 
5.21. The as-grown layer contains a large amount of holes. After 0.5 min of annealing the 
holes start to disappear. A further increase of the annealing time results in the complete 
disappearence of the holes, but some irregularity in the form of hills occurs up to 2 min of 
annealing. Further annealing for 4-8 min results in a significantly smoothed surface, Fig. 
5.21. In order to get better insight about the evolution of the surface morphology during 
annealing, AFM measurement were performed. Fig. 5.23 depicts AFM images (3×3 µm2 scan 
area, z-scale 0 - 250 nm) of the ZnO layers. The surface of the as-grown ZnO layer consists 
of three-dimensional (3D) pyramids with a mean diameter of about 400 nm and a RMS 
surface roughness of 33.4 nm (Fig. 5.24). During the first minute of thermal annealing the 
smaller ZnO pyramids disappear while the larger ones increase in size (Figs. 5.21, 5.22).  
The RMS surface roughness decreases with increasing annealing time up to 0.25 min 
and subsequently increases again with increasing annealing time up to 1 min (Fig. 5.23). A 
maxium pyramid height of 150 nm is reached after 1 min of annealing with a RMS surface 
roughness of 42.3 nm as measured from AFM linescans. 
 
Fig. 5.21. SEM images of as-grown and annealed ZnO samples.
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These observations indicate that during the first 0.25 min the molecules dissolve from 
small unstable ZnO clusters, diffuse along the layer surface and are eventually attracted by 
the larger more stable pyramids. The 3D pyramid morphology sustains up 1 - 2 min of 
annealing time. A further increase of the annealing time then leads to an abrupt transition to a 
nearly two-dimensional (2D) surface morphology. Large, flat domains having an average 
diameter of about 1.6 µm (Fig. 5.21) and mirror like surfaces of RMS roughnesses below 10 
nm (Fig. 5.22) evolve. A minor increase of the RMS surface roughness up to 16.2 nm (Fig. 
5.23) was observed only for the longest annealing time of 8 min. In addition, the average 
domain size as counted from large-area AFM (not shown here) and SEM pictures (Fig. 5.23) 
monotonically increases with annealing time from 0.4 to 1.8 µm. The only exception is the 
sample annealed for 8 min.  
XRD Measurements 
XRD measurements show that the as-grown and annealed layers consist of [0001]-
oriented, almost strain-free ZnO crystallites with lattice parameters close to the published 
literature values (Fig. 5.22). The spatial coherence length, i.e., the average crystallite size, as  
 
     Fig. 5.22. AFM images of as-grown and annealed ZnO samples. 
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well as the average inhomogeneous distortion along the a-axis were determined by ω−2Θ 
measurements around the (1010) and (303 0) reflections (Fig. 5.24). 
The average crystallite size follows the same trend during thermal annealing as the 
surface morphology. First, in the 3D phase, a strong drop in size from 140 nm to 80 nm is 
observed. After the transition to the 2D phase a recovery is achieved yielding cluster sizes of 
up to 160 nm. Simultaneously, the average inhomogeneous distortion of the ZnO crystallites 
rapidly drops in the 3D phase from about 0.19 % to below 0.09 % and remains at this low 
value in the 2D phase. The morphological evolution of ZnO during the first minutes of 
thermal annealing suggests that the cluster coarsening process is governed by Ostwald 
ripening [Ost00]. In general, Ostwald ripening occurs in the final stage of a first-order phase 
transition for the condensation of a metastable phase. The first stage is nucleation and the 
second stage is cluster growth depleting the metastable phase and causing stable clusters to 
grow regardless of their size. In the final stage, the larger clusters grow at the expense of 
smaller ones. 
The thermodynamic driving force for such ripening is based on the Gibbs-Thomson 
equation, which relates the ratio of interfacial energy to thermal energy. Smaller clusters are 
thermodynamically less stable and eventually rapidly vanish, transferring their mass to the 
surface and on to larger clusters [Ost00]. With increasing time the cluster size distribution 
should evolve to a monodisperse distribution, ultimately consisting of a single large cluster 
[Lif61]. The phase transition and its influence on the optical quality of ZnO is also visible in 
the optical properties. 
 







 average domain size

































Fig. 5.23. Evolution of domain size (from SEM) and surface roughness. 
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Cathodoluminescence 
Integral CL spectra obtained at room temperature from the annealed samples are shown 
in Fig. 5.26 for comparison. Annealing of ZnO leads to a decrease of the defect band lumines-
cence intensity (near band edge luminescence decreases also but slower than defect band lu-
minescence intensity), which indicates an improvement in the optical quality of ZnO upon 
annealing Fig. 5.27 shows low temperature integrated spectrums of ZnO. The integral 
spectrum of the as-grown sample shows well-resolved emission lines of bound excitons  
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Fig. 5.24. c (black squares) and a (white circles) lattice parameters of  ZnO annealed at 900 °C for
 different times. Horisontal dashed and dotted lines denote the literature values of ZnO a- and c-lattice
 parameters, respectively [Lan99]. 
 












































Fig. 5.25. Improvement of coherence length and inhomogeneous distortion obtained from XRD  with annealing
 time. 
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(assignment according to reference [Gut88] prooving the high crystalline quality of the ZnO 
nanopyramids at the surface of this sample. 
As a result of the phase transition a dramatic improvement in the lateral homogeneity is 
achieved. In Fig. 5.28 the corresponding CL wavelength images (CLWI), i.e., the spatial  
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Fig. 5.26. Room-temperature cathodoluminescence measurements of ZnO annealed for different times. 
 
Fig. 5.28. 5 × 9 µm2 CLWI images of ZnO annealed from 0 to 8 min. 
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distribution of the peak emission wavelength is depicted. While strong local fluctuations on a 
submicrometer scale are observed for the as-grown sample, the annealed samples show an 
almost perfect lateral homogeneity. 
This is quantitatively analyzed by computing the histograms of the CLWI, i.e., the 
frequency of a specific wavelength within the area investigated. The result is summarized for 
the whole set of samples in Fig. 5.29 where the integral luminescence intensity, i.e., the 
quantum efficiency and the standard deviation of the histograms is plotted as a function of 
annealing time. The morphological phase transition directly correlates with a discontinuity of 
the optical properties. Upon annealing a strong reduction of the lateral fluctuation σE <0.6 
meV is achieved. The origin of the observed transition from a 3D to a 2D surface morphology  
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Fig. 5.27. Near band edge cathodoluminescence measurements of ZnO at 6 K, a). FWHM and integrated inten 
sity for the samples annealed form different time, b). 
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Fig. 5.29. Integral CL intensity and energy standard deviation of the CLWI histograms for all samples as a func
 tion of annealing time. 
might be initiated by the complete desorption of all organic restmolecules stemming from the 
butanol-percursor allowing an unhindered surface diffusion for all ZnO molecules. In 
conclusion, growth of ZnO using tertiary-butanol together with an in-situ annealing procedure 
results in smooth films with good optical and structural qualities. Compared to ZnO layers, 
grown using iso-propanol, acetone, or diethyl-ether, tertiary butanol is the best O-precursor 
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5.1.5. N2O 
N2O is attractive O-precursor for growth of ZnO. Due to its higher binding energy, it is 
less volatile in reactions with DMZn in comparison to water, oxygen or alcohols. Its stability 
reqires higher growth temperatures, which broadens the process parameter range for ZnO 
growth overall. To establish the growth parameters, the growth temperature was varied from 
500 to 1000 °C, the reactor pressure from 100 to 500 mbar, and the VI-II ratio from 203 to 
1625.  
As expected, no surface particles and gas-phase prereactions were observed in 
experiments with N2O. Stable reflected light intensity oscillations were observed in in-situ 
reflectometry measurement. Growth rates were not influenced by the growth parameters (0.8 
– 1.2  µm/h). The surface of the ZnO films consists of a spongy structure with fluctuating 
density in lateral direction (Fig. 5.30). The growth parameter variation did not lead to the full 
surface coalescence. However, domain structure and partial coalescence is observable when 
growing on GaN/Sapphire substrate. Etching experiments (Fig. 5.31) together with cross 
sectional SEM (not shown here) indicate that the film is spoungy beginning from the 
GaN/ZnO interface. The film density and homogeneity in the vertical direction is higher than 
 
Fig. 5.30. SEM images of ZnO grown on GaN/Sapphire (left) and on GaN/Si (right). 
 
Fig. 5.31. SEM images of ZnO sample as-grown (left), and etched for 2 sec in H3PO4 (right). 
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in the lateral one. Those obserations indicate that after the initial nucleation, the lateral 
overgrowth of ZnO is depressed, while the film is extensively growing in the vertical 
direction. The detailed study of the growth mechanisms is behind the scope of this work. 
Despite its low density, ZnO grown with N2O demonstrates high crystalline quality. For 
example, the films grown at 800 °C at 200 mbar and a VI-II ratio about 1080 have ω-scans 
FWHM of 590” at 2Θ=34,395°. Fig. 5.32 shows reciprocal space maps obtained in 
asymmetrical )4220(  and symmetrical (0002) XRD reflections of this sample. The growth 
orientation of ZnO films is (0001). Comparing the positions of ZnO and GaN in the top 
picture, one finds that ZnO grows relaxed on GaN (Fig. 5.32, above). Considering both  



















































Fig. 5.32. Symmetrical (0002), top, and asymmetrical )4220( , bottom, X-ray diffraction reciprocal space map 
ping of the ZnO. VI- II ratio =1080, growth rate = 0.9  µm/h,  thickness = 0.9  µm, reactor pres sure =
200 mbar, temperature = 800 °C. 
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symmetrical and asymetrical RSM depicted in Fig. 5.32, the mosaicity and tilting of ZnO  
columns is low. In XRD measurements ZnO grown with N2O has a better crystalline quality 
compared to that of films grown with tBuOH and iPrOH. Thus, improvement of the lateral 
growth of the N2O-grown ZnO will lead to the smooth films with exceptionally good 
crystalline properties.  
ZnO grown with N2O emits highly intense luminescence. It is centered around 3.353 eV 
(Fig. 5.33). The highest intensity of the near band-edge luminescence is situated around the 
(A0,X) peak emission. Spatially and spectrally resolved CL microscopy images of N2O grown 
ZnO are shown in Fig. 5.34. The peak emission wavelength strongly correlates with the 
morphology of the surface. On the integral intensity image for ZnO the strongest 
luminescence stems from the conches of the net-like surface (Fig. 5.34, bottom row). All 
pyramid side facets show CL emission at λ = 369.70 nm. 
In conclusion, the use of N2O offers prereaction-free high-temperature growth of ZnO 
with the growth rates around 1 µm/h. The optical and crystalline quality of ZnO layers grown 
with N2O is superior to those of ZnO grown with tertiary-butanol. However, in contrast to 
very smooth, homogeneous surface of in-situ annealed tBuOH-grown ZnO layers, N2O-grown 
layers demonstrate rough spoungy surface. The properties of the low-temperature tBuOH-
grown ZnO make it very attractive for the bufferring of subsequent high-temperature ZnO  
 





















Fig. 5.33. CL spectrum of the near bandgap luminescence detected at 4.5K from the surface of ZnO grown on 
                  GaN/Si. 
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layer grown with N2O. Considering the absence of the ideally suited substrate for ZnO, the 
use of buffer layer can significantly improve the quality of ZnO layers (Chapter 4.1.1). Thus, 










Fig. 5.34. Cathodoluminescence measurements of ZnO grown with N2O. The maps were taken at 
 4.5 K. 
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5.2. Two-step Growth 
Minimisation of the intrinsic defects in epitaxial ZnO films has been one of the main 
issues in its optoelectronic applications (Chapter 1). From Chapter 5.1, tertiary-butanol and 
N2O are the most promising O-precursors for the growth of high-quality ZnO. MOVPE 
growth using those precursors involves different process parameters and allows a flexible 
manipulation of ZnO properties. Therefore, the combination of the growth procedures offers 
promising andvantages. For example, the bufferring of high-temperature grown ZnO with the 
low temperature layer partly eliminates the absence of the suitable substrate, which lowers 
stresses and the concentration of the detrimental defects and disclocations (Chapter 4.4). 
Additionally, it decreases Ga diffusion from the GaN substrate [Mey03]*.  
5.2.1. Buffer Thickness and Growth Temperature 
The low-temperature (LT) ZnO buffer thickness and the second step (HT) growth tem-
perature influence the two-step growth process. For example, they influence the thermal- and 
lattice-mismatch induced stress in the layer stack. Additionally, LT-ZnO thickness may con-
trol the surface defect- and dislocation density on the HT ZnO interface.* The HT-ZnO 
                                                 
*   Ga acts as a donor in ZnO. 
*   The dislocation density along the growth direction can be decreased by the dislocation annihilation. 
 
 




850 900 950 
0.22  ∗  
0.44 ∗ ∗ ∗ 
0.66  ∗  
0.88  ∗  
Tab. 5.1. Variation of the growth conditions for the optimization of the two-step growth procedure. 
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growth temperature affects the growth mechanisms, which in turn determine the ZnO quality. 
To study the influence of LT-ZnO thickness and HT growth temperature on ZnO properties, 
these parameters were varied as shown in Tab. 5.1.**  
Two-step growth itself proceeds as follows. After the growth of LT-ZnO, the 3.5 min 
temperature ramp followed (Fig. 5.35). Subsequently, HT-ZnO was grown with DMZn, N2O,  
and t-BuOH flow rates of 2.5, 89.2 and 11.4 mmol/min, respectively.  
From in-situ reflectometry measurements, the HT-ZnO growth rate is not affected by the 
growth conditions, and was about 0.8 µm/h. As the LT- and HT-growth proceed, the reflected 
intensity is decreasing, which indicates a slight ZnO surface roughening (Fig. 5.36). The in-
termediate temperature ramp leads to remarkable increase of the reflectivity signal, which in-
dicates the sample surface smoothening (Fig. 5.36). The evolution of LT ZnO properties dur-
ing the temperature ramp is discussed in the Chapter 5.2.2. 
Firstly, the surface of two-step grown ZnO is smooth in comparison to N2O-grown 
spongy ZnO. However, some holes and rough surface regions present (Fig 5.37). The average 
hole density (Tab. 5.2) and AFM RMS roughness (7 - 29 nm) do not correlate with the growth 
parameter variation. The smoothest sample is grown on 0.88 µm - thick LT ZnO at 900 °C. 
The best in-situ annealed LT ZnO have comparable roughness, Fig. 5.23.  
  
                                                 
** ZnO grown at 1000 °C shows a poor morphology and will not be discussed further. 












































Fig. 5.36. In-situ reflectometry measurement of two-step growth. 
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Secondly, XRD measurements demonstrate a significant improvement of the crystalline 
quality of HT ZnO after growth in the LT ZnO in comparison to the best single-grown HT 
ZnO, Table 5.1.* The (0002) ω-scan peak of the latter one has FWHM around 590” (Chapter 
5.1.5).  
 
                                                 
* The ZnO domain tilting around the c-axis and twisting around the a-axis can be obtained from the FWHM 
of Θ−2Θ-scans around the (0002) and (1010) Bragg reflections, respectively. The inhomogeneity in  
the stress distribution, fluctuations of the lattice parameters and finite size effects along (0002) or (1010)  
reflections can be obtained from FWHM of the ω-scans. 
 
 
Fig. 5.37. AFM images of ZnO layers. A: 1.84 µm-thick ZnO layer grown at 850 °C, B: 1.84 µm-thick ZnO
 layer grown at 900 °C, C: 1.84 µm-thick ZnO layer grown at 950 °C. D: 1.62 µm-thick ZnO layer
 grown at 900 °C, E: 2.06 µm-thick ZnO layer grown at 900 °C, F: 2.28 µm-thick ZnO layer grown at




850 900 950 
0.22  1.4×105   
0.44 4.7×104 2.8×105 4.8×104 
0.66  2.3×104  
0.88  1.9×105   
Tab. 5.2. Concentration of the holes in the surface of two-step grown ZnO (cm-2), as calculated from 4.8×104  
µm2 area SEM scans.  
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The growth orientation of two-step grown ZnO is [0001]. From the Table 5.3, the sam-
ples with the best structural quality are grown at 950 °C and 900 °C on the 0.44 µm – and 
0.88 µm - thick LT ZnO, respectively. For the thicker one the total ZnO thickness adds up to 
2.28 µm, and some cracks were observed in SEM. The cracking is caused by the stress relaxa-
tion, which is accumulating as the film grows thicker. Thus, although the growth on the 
thicker buffer offers good crystalline quality, it is limited by the cracking. For a more detailed 
evaluation reciprocal space maps of the best crack-free sample are plotted in Fig. 5.40. The 
ZnO grows fully relaxed on the GaN/sapphire template as visualized by the asymmetric 
(20 2 4) map (Fig. 5.38). The broadening of the XRD peaks is caused by the mosaicity of the 
layers. From the symmetric (0002) map, ZnO is of even higher crystalline quality than the un-
derlying GaN (Fig. 5.38). 
 Thirdly, two-step grown ZnO layers emit highly intensive cathodoluminescence, which 
directly correlates with the ZnO structural properties. What is more, the bright CL emission 
characterized by a variety of sharp excitonic lines is observed for all samples. The spectra 
overall are dominated by an intense I8 exciton emission and further bound exciton transitions, 
e.g., I1 and I0, as well as the free exciton, and LO phonon replica are well resolved.  
Table 5.3. FWHMs of different XRD measurements of ZnO versus growth temperature of the HT ZnO layer  
































850 0.44 229 103 116 569 0,32525 0,52023 
900 0.44 222 113 122 621 0,3253 0,52017 
950 0.44 172 78 100 277 0,32552 0,5199 
900 0.22 205 101 132 620 0,32538 0,519 
900 0.66 218 109 159 650 0,32542 0,5203 
900 0.88 164 74 103 336 0,32538 0,5199 
950 0.88 186 88 113 - - 0,5202 
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Analogous to the crystalline, the optical properties of two-step grown ZnO are governed 
by LT ZnO thickness and HT ZnO growth temperature variation. For example, HT ZnO 
growth temperature influences the intensity of the luminescence (Fig. 5.39). The sample 
grown at 950 °C emits the brightest luminescence. The position of all CL peaks is not influ-
enced by the growth temperature. In contrast, the line width strongly correlates with the 
growth temperature and systematically decreases from 3.2 meV (850 °C) to 1.5 meV (950 
°C).  
The FWHM of the luminescence peaks monotonically decreases from 2.6 to 1.5 meV with 
increasing LT ZnO thickness for a growth temperature of 900 °C (Fig. 5.40). For the layers 
grown at 950 °C on 0.44 - and 0.88 µm - thick LT ZnO, the same low values are obtained. 















































Fig. 5.38. X-ray diffraction reciprocal space maps around the asymmetrical (20 2 4), top, and symmetrical 
(0002), bottom, Bragg  reflection from 2.28 µm-thick ZnO grown on 1.5 µm thick GaN/Al2O3 at 900
°C. 
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From those observations, the highest quantum efficiency, narrowest emission lines, and high-
est lateral homogeneity are obtained for the two samples grown at 900 °C and 950 °C on 0.88 
µm - and 0.44 µm – thick LT ZnO in perfect agreement with the X-ray data (Table 5.3). 
 The properties of the crack-free sample grown at 900 °C on 0.44 µm - thick will be dis-
cussed here for more detailed study (Fig. 5.41). In cross section CL scan, the weak and broad 
GaN emission (FWHM = 10 meV) is slightly red shifted at λ = 357.4 nm (3.468eV) compared 
to the relaxed GaN evidencing small tensile stress.* The LT ZnO luminescence is governed by 
a weak and unstructured broad luminescence band (FWHM = 11 meV) indicating a high de-
fect density and strong impurity incorporation. Starting at around 369.2 nm (3.357 eV) at the 
LT-ZnO/GaN interface, a strong red shift accompanied by a further broadening of the ZnO 
luminescence occurs with advancing growth. This red shift reaches its maximum (6 meV) at 
the LT/HT ZnO homointerface. The red shift of the ZnO emission may be explained by strong 
local impurity incorporation and/or local internal electrical fields (Franz-Keldysh effect) in 
the vicinity of the homointerface. A complete relaxation of this red shift is achieved within 
the first micrometer of the HT-ZnO layer accompanied by a dramatic line narrowing. The fi-
nal sharp excitonic line I8 (FWHM < 2 meV) can be clearly observed up to the sample surface 
                                                 
* Without the ZnO on top, the GaN would be compressively strained on sapphire. 
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Fig. 5.39. Integral cathodoluminescence spectra taken at 5 K from the surface of ZnO grown at 850 °C, 900 °C,
 and 950 °C. The inset shows the FWHM of the dominant bound exciton line as a function of growth
 temperature. 
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(at 2.7 µm) at λ = 369.1 nm (3.358 eV) and no further energy shift is observed. However, at 
the HT ZnO surface, an abrupt minor red shift by 0.2 nm (i.e. 2 meV) occurs. 
This indicates a residual minor tensile strain of the ZnO layers, as the samples cross sec-
tion is partially relaxed with respect to the layer’s surface. The bound exciton line I8 is related 





































Fig. 5.40. Line width of ZnO emission lines as a function of low-temperature buffer layer thickness and growth
 temperature. The line width decreases with increasing growth temperature and with increasing layer
 thickness of the ZnO buffer. 
 
Fig. 5.41. Cross-sectional normalized CL spectrum linescan in growth direction (c-axis) directly  
 visualizing the layer sequence of the two-step grown ZnO sample. The sample consists of a GaN
 layer on sapphire followed by a 0.44 µm thick low temperature ZnO buffer (LT ZnO) and the final
 2.3 µm thick HT-ZnO layer. 
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A spatially averaged CL spectrum recorded from this sample is plotted in Fig. 5.42 
again. The averaged spectrum is dominated by the impurity bound exciton I8 (λ = 369.3 nm, 
i.e. E = 3.356 eV, FWHM < 3 meV), in perfect agreement with the cross sectional CL data 
from the upper portion of the HT ZnO, depicted in Fig. 5.42. The free exciton XA (3.374 eV), 
the bound excitons I0, I1 (3.370 eV), a bound exciton line labeled with BE at 3.341 eV (identi-
fied as structural defect [Mey04]) as well as the LO phonon replica from I8 (E = E(I8) - 72 
meV) are visible (Fig. 5.42). All lines are 2 meV red shifted with respect to their fully relaxed 
position from Presser et al. [Pre88], evidencing the residual small tensile strain of the ZnO in 
perfect agreement with the cross sectional data above. 
A scanning electron microscope (SEM) image is depicted in Fig. 5.43a. A clear correla-
tion between the bound exciton complexes and the surface morphology is evident and directly 
imaged by CL microscopy. A CL wavelength image (CLWI) of I8, i.e., a mapping of the local 
wavelength peak position of I8 is color coded in Fig. 5.43b. The local peak wavelength of I8 
changes with the position in the CL wavelength image (see Fig. 5.43b) and the wavelength 
contrast reproduces the shape of the hexagonal domains at the surface. The cathodolumines-
cence from the edges, which represent morphological boundaries, are blue shifted with re-
spect to the center of domains (ΔEmax = 0.6 meV). The single hexagonal columns coalesce at 
 
Fig. 5.42. Integral CL spectrum: the position of the free excitons X (around 3.377 eV), and donor 
 bound excitons (D0,X), i.e. I1 – I11 (3.372 – 3.348 eV) are marked by vertical lines (corrected by 2
 meV red shift). An additional bound exciton (BE) as well as the LO phonon replica of I8 are visible
 as well. 
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the edges to a closed film during growth. Because of small disorientations of the columns 
(known from XRD) compressive stress is locally accumulated and leads to a weak blue shift  
of luminescence at the edges. In contrast, a significant red shift of I8 is observed when reach-
ing the pit at the very center of each domain. Nevertheless, the monochromatic intensity im-
age of I8 (Fig. 5.43c) visualizing the local quantum efficiency for I8 is very homogeneous and 
barely correlates with the morphology.  Exclusively at the very center of the domains, a drop 
 
Fig. 5.43. Correlation of morphology and optical properties: (a) SEM plan view image, (b) map ping of the local
 peak wavelength of I8, and monochromatic images of the spectral region of I8 (c) and I0/I1 (d). 
5.2. Two-step growth  
 
66 
in the I8 intensity by roughly one order of magnitude (note that the linear intensity scale of 
Fig. 5.43c ranges from 100% down to 15%) occurs. Here we find a gathering of nonradiative 
recombination centers, which are most likely caused by screw dislocations or bundles of them 
running in c-direction in the center of the hexagonal columns. In complete contrast, the 
monochromatic image of I0/I1 (Fig. 5.43d) is strongly modulated and perfectly correlates with 
the domain network. Significant I0/I1 luminescence is only observed at the domain bounda-
ries. Local CL spectra recorded there show a pronounced I0/I1 emission, whereas inside of the 
domains no intensity is found in this spectral region. The luminescence of the bound excitons 
I0/I1 originates exclusively from domain borders directly evidencing a preferential accumula-
tion of the impurities and/or defects responsible for I0/I1 at the domain boundaries.  
In conclusion, the combination of LT ZnO growth using tBuOH with HT ZnO growth 
using N2O has improved the surface morphology, crystalline and optical properties of ZnO in 
comparison to the best single-grown LT or HT ZnO. Very smooth layers with low surface de-
fect concentration, narrow FWHM of intense XRD and CL peaks were synthesized. The best 
ZnO layers have remarkably higher crystalline quality than the underlying GaN. The LT ZnO 
thickness and HT ZnO growth temperature variation influences its crystalline and optical 
properties, which are in agreement with each other.  
The use of different O-precursors, carrier gases and the temperature processing steps in 
one growth run broadens the space for further improvement of ZnO properties. Firstly, as it is 
discussed in Chapter 5.1.4, the in-situ annealing of LT ZnO is accompanied by the surface 
smoothening processes and improved its optical properties. To study this effect in LT-HT 
ZnO layer stack, the influence of intermediate in-situ annealing on the properties of two-step 
ZnO is discussed in the Chapter 5.2.2. Secondly, VI-II ratio in MOVPE of compound semi-
conductors has strong effect on the surface, optical, electrical, and structural qualities of the 
growing film. The study the influence of VI-II ratio on the properties of two-step grown ZnO 
is discussed in Chapter 5.2.3.  
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5.2.2 In-situ Annealing 
On the one side, two-step growth offers flexible growth processing of ZnO. As a result 
of its implementation, the quality of ZnO layers is improved (Chapter 5.2.1). On the other 
side, the study of single LT-ZnO layer annealing has brought interesting results (Chapter 
5.1.4). In particular, Ostwald ripening is observed, which leads to best LT-grown ZnO quality 
after the 4-min annealing. To further study and improve the two-step grown ZnO properties, 
an intermediate in-situ annealing of the LT ZnO is performed. To monitor the impact of the 
LT ZnO annealing, several non-annealed reference samples with different LT ZnO thick-
nesses (0.22 - 0.88 µm) were grown in those experiments (Tab. 5.4).  
Direct information on the effect of the LT ZnO buffer layer annealing on the surface 
morphology of ZnO layer is achieved from SEM measurements, Fig. 5.44. The surface of the 
reference sample has larger inverted hexagonal pyramids in comparison to the annealed one. 
This has no influence on the surface roughness, however. AFM measurements reveal that both 
samples have rms surface roughness of ~2.5 nm. Thus, in-situ annealing of LT ZnO has no 
significant influence on the surface morphology of two-step grown ZnO. 
The crystalline properties of the ZnO films are not strongly influenced by annealing and 
LT ZnO thickness variation too. This can be assessed from FWHM, and a- and c-lattice pa-









0.22 ∗ ∗ 
0.44 ∗ ∗ 
0.88 ∗ ∗ 
Tab. 5.4. Variation of the two-step growth conditions with and without in-situ annealing. 
 
Fig. 5.44. SEM images of two ZnO layers with a) not annealed, and b) annealed LT ZnO buffer layer. The
 thickness of the LT ZnO buffer layer in both cases is 0.22 µm.
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 Probably due to the small difference between those values (a- and c-lattice parameters 
are changing in the range ±2×10-4 nm, for example) there is no direct correlation observable 
between them. FWHM values for annealed and non-annealed layers show opposite behavior 
with a LT ZnO thickness increase. Similar effect is observed for a-lattice parameters of an-
nealed and non-annealed layers, Fig. 5.46. Both annealed and non-annealed samples are ten-
sile stressed.  
In contrast to those observations, in-situ annealing has a pronounced effect on the lumi-
nescence properties of two-step grown ZnO. Firstly, cross section is discussed (Fig. 5.47). An 
annealing of the LT buffer layer changes the properties of the underlying GaN layer. High-
intensity narrow GaN luminescence peaks observed around 359 nm from the non-annealed 
sample (Fig. 5.47, left), are dimmed and broadened after annealing (Fig. 5.47, right). 
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Fig. 5.45. FWHM of 2:1- and ω-scans of XRD measurements in the different geometries of the a) non- 
annealed, and b) annealed ZnO versus LT ZnO thickness. 
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 The degradation of GaN optical properties can be caused by the thermally activated diffusion 
of Zn into GaN layer.* In contrast to that, the optical quality of the annealed LT ZnO buffer 
layer prevails that of non-annealed, Fig. 5.47. The luminescence intensity of the LT annealed 
buffer layer is about one order of magnitude higher compared to that of the non-annealed 
layer, which is in agreement with the results in Chapter 5.1.4. Further on, LT ZnO annealing 
leads to an abrupt transition between the LT and HT layers, which is not the case for the non-
annealed one (Fig. 5.48). As the HT growth proceeds, the luminescence line width narrows in 
annealed sample, while it broadens for not annealed one (Fig. 5.48). CLWI surface scans con-
firm this observation (Fig. 5.49). Besides, in contrast to annealed sample, the correlation of 
the lateral luminescence intensity distribution with SEM surface morphology is observed for 
the sample grown without in-situ annealing (Fig. 5.49). For the annealed sample, the lateral 
distribution of the luminescence is homogeneous, although pyramidal domains persist after 
annealing (only their lateral dimension is slightly changed, Fig. 5.47). 
                                                 
* Zinc has high diffusion coefficient in GaN. 

























































































Fig. 5.46. Lattice parameters of the a) non-annealed, and b) annealed ZnO versus LT ZnO thickness. Dashed 
and dotted lines show relaxed values of ZnO lattice parameters [Lan99]. 
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 On the one side, this can be explained by the defect delocalization. In other words, LT ZnO 
annealing leads to optical homogeneity of ZnO surface. On the other side, defects can still be 
localized but not emit light anymore. 
These speculations can be proved by plotting the integrated CL spectrum measured 
from the surface of the samples at 5 K (Fig. 5.50). The quantum efficiency of the lumines-
cence emitted from the surface of the annealed samples is one order of magnitude smaller 
than that of the non annealed sample. It demonstrates that together with lateral homogeneity 
of luminescence lateral distribution, annealing it lowers overall intensity. Thus, annealing 
does not redistribute the surface defects, but rather optically deactivate them. 
TEM measurements of the annealed sample, performed and analyzed in the group of 
Prof. Gerthsen, reveal a reduction of the threading dislocation density in two step grown ZnO 
layer (Fig. 5.51). 
 
Fig. 5.48. (a), (d) SEM images; (b), (d) CL intensity images; (c), (f) CL wavelength intensity images of two 
 ZnO layers with non annealed (above) and annealed (below) LT ZnO layer. 
 
Fig. 5.47. Cross section CLWI image of two-step grown ZnO layer without LT ZnO annealing (left), 
 and two-step grown ZnO layer with LT ZnO annealing (right). 
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The threading dislocation density reduction decreases due to their annihilation at the 
ZnO/GaN interface. The dislocation lines in the ZnO deviate frequently from the [0001] di-
rection indicating a low degree of mosaicity, which is supported by the homogeneous contrast 
of the ZnO layer, and correlates with FWHM values of XRD measurements According to 
Mueller et al., the extinction of the dislocation contrast in Fig. 5.51 shows that 
 
Fig. 5.49. Integrated CL spectra from the surface of ZnO layers grown with and without in-situ annealing of the
 LT ZnO layer. 
 
Fig. 5.50. Cross-section weak-beam images of the same area of a MOPVE-grown ZnO layer on Al2O3(0001) 
 with a thick GaN buffer layer taken with (a) g = {0002} and (b) g = (11 2 0) taken under g,3g condi
 tions. TEM images after [Mue04]. 
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the majority of the dislocations is characterized by Burgers vectors of the type ba=1/3<11 2 0> 
[Mue04]. The line directions of threading dislocations extend typically along the [0001] 
growth direction yielding a high fraction of edge dislocations. The domination of threading 
dislocations with ba can be understood by analyzing the misfit dislocations in a <11 2 0> 
zone-axis high-resolution TEM (HRTEM) image of the GaN-ZnO interface (Fig. 5.55(a)). 
According to Mueller et al., the {1100} Fourier-filtered image Fig. 5.51 (b) shows that the 
misfit dislocations are characterized by one {1100} plane inserted from below as expected 
due to the larger a lattice parameter of the ZnO [Mue04]. Fig. 5.52 shows schematically the 
misfit dislocation orientation and possible Burgers vectors (grey vectors), as achieved by 
Mueller et al., [Mue04]. The electron-beam direction and dislocation lines are aligned parallel 
to the [11 2 0] direction. 60o or 120o misfit dislocations are characterized by ba = 1/3[1210] 
and 1/3[ 2 110]. The edge component be = ½ [1100] is compatible with an inserted (1100) 
plane as observed in Fig. 5.51 (b). Mueller et al. assumes, that three set of misfit dislocations 
along the three <11 2 0> directions are present in the (0001) interface plane. The misfit dislo-
cations with ba are generated to relax the lattice-parameter mismatch. Dislocations with ba are 
most efficient because they are characterized by the longest Burgers vector edge component 
be in the (0001) interface plane among all possible dislocation Burgers vectors. In addition, 
the strain energy of dislocations is ∼ b2 which favors the formation of dislocations with the 
shortest overall Burgers vector ba. Since dislocations cannot end inside a perfect crystal and 
the Burgers vector is conserved along the dislocation line, the threading segments 
 
Fig. 5.51. (a) HRTEM image of the interface between the GaN buffer layer and ZnO along the <11 2 0>-zone
 axis and (b) Fourier-filtered image showing only {1100} lattice fringes. The arrows indicate
 {1100} fringes inserted from the substrate side. TEM image is taken from [Mue04]. 
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 of misfit dislocations are also characterized by ba as observed in Fig. 5.51. 
In conclusion, in-situ annealing of LT ZnO layer in two-step grown ZnO does not lead 
to a drastic changes of the surface morphology and crystalline properties. However, it changes 
the optical properties of all layers in GaN\LT ZnO\HT ZnO stack. In particular, annealing 
lowers the luminescence intensity from the ZnO surface. TEM studies of annealed ZnO re-
vealed its high structural quality, which correlates with the results of X-ray diffraction and 
cathodoluminescence measurements. High morphological, structural and optical quality of 
ZnO layers grown using two-step growth with in-situ annealing has opened prospect for dop-
















Fig. 5.52. Schematic representation of the orientation of a misfit dislocation (bold black line) and possible 
 Burgers vectors (grey vectors) in the (0001) interface plane. Picture and model after [Mue04]. 
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5.2.3. DMZn Flow Variation 
VI-II ratio variation influences the surface, optical, electrical, and structural qualities 
[Ko02, Kat03, Set04].* In this work, a decrease of VI-II ratio in experiments with i-PrOH lead 
to the decrease of the hexagon size on the ZnO surface and the roughening of the top facets 
(Chapter 5.1.1). To study the influence of VI-II ratio on the properties of two-step grown 
ZnO, DMZn flows and some other growth parameters were varied as shown in Tab. 5.5.  
The use of small amounts of DMZn typically leads to stable oscillations of reflected 
light intensity and a low growth rate, Fig. 5.53, a). An increase of DMZn flow leads to a low-
ering of the overall reflected intensity as growth proceeds, which can indicate the roughening 
of the surface on the latest stages of growth, Fig. 5.53, b). ZnO grown with 2.2 - 3.3 
mmol/min at 900 °C - 1000 °C is peeled off after ~20 min of HT growth, as observed in in-
situ reflectometry measurement. The growth rate is proportional to the DMZn flow, which 
indicates O-rich condition, Fig. 5.54. Supporting those observations, Nomarski microscopy 
has shown that higher DMZn flows result in rougher surfaces and higher amounts of surface 
defects such as inverted hexagonal holes and pits (Fig. 5.55). Hole-free areas of the smoothest 
sample show extremely low AFM roughness of about 0.5 nm, Fig. 5.58. No inversion of the 
hexagonal holes and inverted pyramids into hillocks and pyramids was observed via AFM 
measurements. From those observations, high VI-II ratio leads to more stable growth of 
smooth ZnO. This effect was also observed when II/VI ratio was varied (from O-rich, 
stoichiometric, and to Zn-rich flow conditions) in experiments with ZnO growth using 
plasma-assisted molecular beam epitaxy [Ko02]. The smallest RMS roughness reported in the 
work of Ko et al. is 0.8 nm [Ko02]. 
                                                 
* This effect was observed for compound semiconductors in general. For example, it has been reported that the   
   Ga/N ratio influences the surface morphology and optical properties of GaN films [Tar97] and the dislocation  
   generation [Hey00]. 
DMZn, mmol/min 
Tgrowth, °C 
0.55 1.1 2.2 3.3 
850 ∗  +  
900 ∗ ∗    #   ∗   + ∗ 
1000   +  
Tab. 5.5. The variation of DMZn flow, LT ZnO thickness, and HT growth temperature. +: 0.22 µm-thick ZnO 
buffer, *: 0.44 µm-thick ZnO buffer, ±: 0.66 µm-thick ZnO buffer, #: 0.88 µm-thick ZnO buffer. 
Gray signs indicate peeled off ZnO layer. The total reactor and N2O flows were constant. 
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Fig. 5.53. In-situ reflectometry measurements of ZnO growth. DMZn flow: a) 3.3 mmol/min, b)
 0.55 mol/min. HT-step growth temperature is 850 °C. 




















Fig. 5.54. ZnO growth rate versus DMZn flow determined from in-situ reflectometry measurement. 
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XRD measurements reveal no direct correlation with the growth conditions (Figs. 5.57 - 
5.58). FWHM values of 2:1-scans are small, and vary in relatively narrow range, from ~90” to 
~130”. The variation of the both lattice parameters from sample to sample is about 10-4 A. 
Low-temperature (4.5 K) photoluminescence from the surface of this sample is shown 
on Fig. 5.59. Near band edge spectral region exhibits manifold excitonic features with a nar-
row width of dominant high-intensity I8 excitonic emission of 1.3 meV. The sample shows a 
two electron satellite (TES) recombination line, green luminescence (not shown here) and 
DAP band. The DAP band is strongly pronounced with well resolved LO phonon replicas. 
In conclusion, high VI-II ratio leads to a stable growth of smooth ZnO with high-
intensity narrow-peak excitonic emission of photoluminescence. High morphological, struc-
tural and optical quality of ZnO layers grown using two-step growth procedure with 0.55 
mmol/min and 1.1 mmol/min flow of DMZn using in-situ annealing of low-temperature ZnO 
buffer layer has opened prospect for doping experiments which described and discussed in 




Fig. 5.55. Nomarski microscope images of ZnO samples grown with different amounts of DMZn.  
 DMZn flow: a) 3.3 mmol/min, b) 0.55 mmol/min. 
 
Fig. 5.56. AFM (left) and SEM (right) images of ZnO layer grown at 850 °C with 0.55 mmol/min of DMZn. 
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Fig. 5.57. FWHM of XRD 2:1- and ω-scans of ZnO (0002) reflection versus DMZn flow.  
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Fig. 5.58. a- and c-lattice parameters obtained from XRD measurements of two-step ZnO layers grown at  
different temperatures and with different LT ZnO layer thicknesses versus DMZn flows. 
 
 
Fig. 5.59. Photoluminescence spectrum of ZnO layer grown at 850 °C with 0.55 mmol/min of DMZn. 
5. Growth of undoped ZnO 79
5.3. Three-step Growth 
The two-step ZnO growth offers advantages for further improvement of ZnO properties 
due to the use of different O-precursors, carrier gases and the temperature processing steps in 
one growth run. On the one side, the combination of this method with in-situ annealing of LT 
ZnO buffer layer and the reduction of DMZn flow results in high-quality HT ZnO (Chapters 
5.2.2 and 5.2.3). On the other side, the use of NO precursor on the HT growth step results in 
even smoother ZnO layers with high optical and crystalline quality (Chapter 6.1). Therefore, a 
sequent arrangement of these processing steps can further improve the quality of ZnO films.  
In three-step growth, NO is switched on into the reactor after the growth and in-situ an-
nealing of LT ZnO layer (Fig. 5.60). Subsequently, the third step followed at growth tempera-
tures of 850 or 900 °C using N2O and DMZn. 
 
Fig. 5.61. In-situ reflectometry measurements of three-step growth.  
 
 
Fig. 5.60. Three-layer ZnO stack in three-step growth. The second step begins with a growth of a seed HT ZnO 
layer using N2O and DMZn (5 min). Subsequently, the ZnO layer is grown (30 min), using a mixture 
of NO, N2O and DMZn precursors. The flow rate of NO was 1.1 mmol/min. Then follows the third 
 HT step without NO precursor. In the second and third step, DMZn flow is 0.55 mmol/min.  
The growth time was proportionally increased to achieve the same to the described in Chapter 5.2.2. 
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NO-grown ZnO film has very small thickness, only a quarter of the reflected intensity 
oscillation was observed after 30 min of growth (Fig. 5.61). The growth rate, determined from 
in-situ reflectometry measurements, was 0.4 µm/hour. Due to the switching off the NO pre-
cursor, the growth rate on the third step is 1.5 µm/h higher than on the second. Very stable 
oscillations were observed during the third step of growth without NO precursor (Fig. 5.61).  
Fig. 5.62 depicts the surface of three-step grown ZnO layer. The AFM rms roughness of 
this sample is 0.2 nm. Few inverted pits and holes on the surface of the layer are observable in 
SEM image (Fig. 5.62). These samples are smoother (AFM roughness 0.2 nm) and contain 
smaller amount of holes as compared to the samples grown under similar growth conditions 
but without addition of NO into MOVPE reactor (AFM roughness 0.5 nm, chapter 5.2.3). 
High-resolution (1010) and (0002) θ-2θ scans, and (0002) ω-scans were employed in 
order to obtain information on the crystalline properties of the films. Lattice parameters of the 
films have not shown large difference upon increase the growth temperature from 850 to 900 
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Fig. 5.63. FWHM values obtained from XRD θ-2θ scans in (1010) and (0002) geometries (left axis) and  ω-
 scans in (0002) geometry (right axis) versus growth temperature. 
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°C (a lattice parameter - 0.3257 nm, and c-lattice parameter – 0.52014 nm). Similar situation 
is observed for the FWHM values (Fig. 5.63). For comparison, ZnO samples, two-step grown 
under similar conditions have slightly smaller lattice parameters (a lattice parameter - 0.32531 
nm, and c-lattice parameter – 0.51997 nm). FWHM values are slightly higher compared to the 
FWHM of the ZnO layers grown using two-step growth method without addition of NO into 
MOVPE reactor (Chapter 5.2.3). Thus, in comparison to two-step grown ZnO, three-step 
growth improves the surface morphology of ZnO films with a slight degradation of its crystal-
line properties. 
NO precursor contains a single nitrogen atom and can serve as a nitrogen precursor for 
ZnO doping (Chapter 6.1). To study the influence of NO on the electrical properties of three-
step grown ZnO, RTA in combination with capacitance-voltage measurements were per-
formed (Fig. 5.64). The carrier concentration of the not annealed ZnO layers grown at 850 °C 
and 900 °C has a value of around 1017 cm-3. For comparison, the carrier concentration of an-
nealed and non-annealed two-step ZnO grown with and without NO, is lower by one order of 
magnitude. In contrast to that, RTA at 850 °C of three-step grown ZnO results in a decrease 
of the carrier concentration to 1016 cm-3. RTA at 900 °C leads to an increase of carrier concen-
tration of 850 °C – grown ZnO to 1018 cm-3 (Fig. 5.64), and destroys the 900 °C – grown 
layer. RTA at 1000 °C destroys both 850 - and 900 °C – grown ZnO.  
Since “NO-doping” of ZnO did not contribute to the carrier concentration of the un-
doped two-step grown film (Fig. 6.6, Chapter 6.1), and “NO-doped” layer in three-step grown 
ZnO is thin (~0.2 µm, Fig. 5.61), the observed variation of the carrier concentration after RTA 
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Fig. 5.64. Carrier concentration of as-grown and annealed undoped three-step grown ZnO layers versus
 growth temperature.  
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of three-step grown ZnO can not be attributed to nitrogen doping. Probably, interface between 
first and third step induced structural defects in ZnO film, which are responsible for this ef-
fect. This conclusion is supported by XRD measurements (three-step grown ZnO shows 
slightly higher FWHM values of diffraction peaks in comparison to two-step one as discussed 
above), and explains mechanical instability of three-step grown ZnO at elevated RTA tem-
peratures.  
In conclusion, three step growth results in a very smooth ZnO films with satisfactory 
crystalline properties. However, the interface between the first and third layer induces some 
structural defects which result in ZnO sensitivity to RTA processing. Still, this growth method 
can be employed for ZnO doping. Three-step growth is used for doping experiments with 
Diisobutylamine (Chapter 6.2), and UDMHy doping (Chapter 6.4.2). 
6. Nitrogen doping 83
6. Nitrogen Doping  
In order to achieve p-type ZnO, a reproducible nitrogen doping process should be de-
veloped (Chapters 2.4 – 2.5). Two- and three-step growth methods offer a feasible variation of 
the growth parameters and provide high-quality of undoped ZnO (Chapter 5). Those methods 
were implemented for ZnO doping with different nitrogen precursors in this work.  
 
6.1. NO 
Nitrous monoxide is attractive nitrogen precursor for ZnO doping (Chapter 8.2.3). Yan 
et al. have theoretically predicted that p-type ZnO with high hole concentration and mobility 
can be achieved if NO molecules arrive intact at the ZnO growing surface [Yan01]. Li et al. 
have fabricated p-type nitrogen-doped ZnO by MOVPE on Corning 1737 glass substrates us-
ing diethylzinc, O2, and/or NO gases as precursors [Li03]. ZnO films with high 1021 cm-3 N 
impurity level, however, had low hole concentration (1011 cm-3), and authors called the ZnO 
films insulators. Joseph et al. have reported p-type ZnO, which, however, had unrealistically 
high mobility and carrier concentration [Jos99]. 
Several growth experiments with NO were performed in this work. Firstly, the N2O 
source was switched off during HT growth and the growth temperature was varied from 400 
°C to 900 °C. Then these experiments were repeated, but without LT ZnO growth. However, 
only a very small (lower than 0.1 µm/h) growth rate was observed. In contrast to that, Li et al. 
have observed considerable growth rate for LT ZnO growth (200 - 500 °C) using NO and 
DEZn. Anyway, their ZnO films were polycrystalline with FWHM of (0002) 2:1 scan more 
than 1300 arcsec. Secondly, the two-step growth* was employed. NO flows during HT ZnO 
growth were varied from 0 to ~3.35 mmol/min, while keeping the overall reactor flow 
constant. The HT growth temperature was 850 °C. 
In-situ measurements show stable oscillations of the reflected intensity versus time (Fig. 
6.1). The overall reflected intensity of undoped ZnO is slightly lowering after 7000 sec of 
growth, which indicates slight surface roughening as the growth proceeds (Fig. 6.1). 
                                                 
* Process parameters were as described in Chapter 5.2.3, on the GaN:Fe sapphire substrate. Under the given ex 
perimental conditions, the reactor contains a gas mixture of NO, N2, N2O, and DMZn products. Because the 
energy for breaking NO molecules, 6.6 eV, is 2.2 eV higher than that for N2O molecules (4.4 eV) [Dat99], the 
dissociation of NO in gas phase can generally be neglected, and one can assume that NO molecules arrive in-
tact at the ZnO growing surface. A calculation of the branching ratios can give the concentration distribution of 
NO, N2, N2O in the reactor. However, that is beyond the scope of this work. More on the decomposition of 
oxynitrides can be found elsewhere [Ste99]. 
6.1. NO 84 
A proportional lowering of the growth rate of ZnO with increasing of NO flow is observed 
(Fig. 6.2). Similar effect is observed in the work of Li et al. [Li03]. The high chemical activity 
of the NO radical is possibly responsible for the lowering of the ZnO growth rate (due to the 
etching reaction or to the removal of DMZn pyrolysis products from the ZnO-gasphase 
















































































Fig. 6.1. In-situ reflectivity measurement of the undoped 1.85 µm-thick ZnO growth (top), and 1 µm-
 thick ZnO doping with 3.3 mmol/min NO (bottom).  
















Fig. 6.2. ZnO growth rate determined from in-situ reflectometry measurement versus NO flow. An increase of 
NO flow leads to a proportional decrease of the growth rate.
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interface  region).   
SEM and AFM measurements reveal a smooth and homogeneous surface of NO-doped 
ZnO with 0.5 nm RMS roughness (Fig. 6.3). NO-doped ZnO is smoother than undoped one, 
mostly due to the lower amount of holes and craters. Because of lower concentration of 
surface holes, SEM micrograph had to be taken under low scanning angle (Fig. 6.3), 
otherwise no defects on ZnO surface is observable.  
XRD measurements have shown that NO-doped ZnO is single crystalline with (0001) 
plane parallel to the substrate surface. The lattice parameters of NO-doped ZnO are about the 
same as those of undoped one (c-lattice parameter: 0.52008 nm, a-lattice parameter: 0.32545 
nm, Fig. 6.4). This can be expected since NO gas fraction is relatively small in comparison to 
that of  N2O, and can not influence the stress distribution in the film stack. Fig. 6.5 depicts the 
FWHM values achieved from the XRD measurements performed in the different geometries.  
No correlation between the XRD peak width and the growth conditions is observed. 
FWHM values are at least 10 times smaller than those reported in the work of Li et al. [Li03].  












































Fig. 6.4. c- and a-lattice parameters of ZnO films doped with NO. Dashed and dotted lines indicate relaxed ZnO 
lattice parameters [Lan01]. 
 
Fig. 6.3. AFM (left) and SEM (right) images of NO-doped ZnO. 
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CV measurements of non-annealed and annealed samples show that n-type films have 
nearly the same carrier concentration (Fig. 6.6). The low temperature PL luminescence 
intensity and the spectral features of the NO- and non-doped reference sample are about the 
same. The discussion of the spectral features of undoped ZnO reference sample are given in 
Chapter 6.2.3.  
In conclusion, no reproducible and reliable experimental results on the achievement of 
p-type conductivity using NO precursor reported until now. From the results of X-ray 
diffraction, electrical and photoluminescence measurements it can be concluded that no 
nitrogen incorporation is achieved with the use of NO. However, the use of NO resulted in 
smooth ZnO films with high crystalline and optical quality. This is beneficial for the the use 
of NO precursor for three-step growth, Chapter 5.3. 












































Fig. 6.5. FWHM values of XRD 2:1 scans in (0002) and (1010) geometries (left axis) and ω-scans around 
 (0002) peak (right axis) of ZnO versus NO flow. 
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NO flow (mmol/min)  
Fig. 6.6. Carrier concentration of ZnO films versus NO flow and annealed at different temperatures. 
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6.2. Diisobutylamine 
Diisobutylamine (Diis), with central single N atom surrendered by two -
CHCH(CH3)2CH3 groups (Chapter 8.2.4), is promising nitrogen precursor for ZnO doping. 
During HT growth its bulky organic tails are splitting, making N atom available for incorpora-
tion in ZnO lattice. Until now, there is no ZnO doping using Diis as a nitrogen precursor re-
ported. In three-step growth, the Diis flow was varied from 0 to 1 mmol/min and the growth 
temperature from 850 to 900 °C on the third growth step (Tab. 6.1).  
The surface of the undoped reference ZnO layers is smooth with 0.2 nm AFM RMS 
roughness (Fig. 6.7 a)). In contrast to NO-doped ZnO, the Diis-doped ZnO has the rougher 
surface than the undoped one (Fig. 6.7 b). This can be caused by the presence of the CH3-
containing products from Diis decomposition. From SEM measurements, micrometer-sized 
hexagonal inverted pits in the surface have a higher density compared to the UDMHy-doped 
layers.  
 
Fig. 6.7. AFM (left) and SEM (right) images of a) undoped, b) doped ZnO layers. An addition of diisobu 




0 0.14 0.27 0.55 0.87 1 
850 ∗ ∗ ∗ ∗ ∗ ∗ 
900 ∗   ∗ ∗  
Tab. 6.1. Variation of Diis flow and growth temperature in three-step doping of ZnO. 
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Fig. 6.8 depicts the FWHM of the X-ray diffraction peaks obtained from Diis-doped 
ZnO layers. An increase of Diis flow does not influence the FWHM of 2:1 measurements per-
formed in (0002) geometry, Fig. 6.8. Those values are nearly the same to those of undoped 
ZnO films grown by three steps. FWHM of ω-scans in (0002) geometry increases drastically 
with doping, and remains constant with the further increase of Diis flow, Fig. 6.11. No corre-
lation between FWHM of 2:1-scans performed in (1010) geometry and Diis flow is observed, 
although FWHMs changing significantly, Fig 6.8. Lattice parameters measured for non-
annealed ZnO films remain nearly the same with an increase of Diis flow, Fig. 6.9. Thus, dop-
ing using Diis leads to the degradation of the surface and crystalline properties of ZnO, but 
does not influence its strain state. 
No reliable indication of a p-type conductivity was observed in electrical measurements. 
Fig. 6.10 compares the carrier concentration of ZnO films doped with different amounts of 
Diis. For low concentrations of Diis doping, no reduction in the carrier concentration was ob-
served after annealing at 850 °C in comparison to the as-grown non annealed samples (Fig. 
6.10, a)). 
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Fig. 6.8. FWHM obtained from X-ray diffraction measurements of diisobutylamine-doped (Diis) ZnO films.
 Growth temperatures are 850 °C a), and 900 °C b). 
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ZnO film doped with 0.55 mmol/min of Diis at 900 °C shows slight increase of carrier con-
centration after annealing at 850 °C (Fig. 6.10, b)). The ZnO film doped with 0.87 mmol/min 
of Diis at 900 °C could not be reliably measured after growth. However, after RTA the sam-
ple has shown carrier concentration which is similar to the sample doped with 0.55 mmol/min 
after 850 °C (Fig. 6.10, b)). Doping with 1.2 mmol/min of Diis at 850 °C leads to the small 
decrease of carrier concentration and does not correlate with an increase of annealing tem-
perature from 850 °C to 950 °C (Fig. 6.10, a)). RTA of ZnO grown at 900 °C resulted in peel-
ing of some films. Since only small drop of the carrier concentration in n-type ZnO films 
doped using Diis is observed, no luminescence measurements were performed.  
In conclusion, nitrogen doping of ZnO using Diisobutylamine leads to the degradation 
of its surface morphology and its crystalline quality without influence on the strain in ZnO 
film stack. Post-growth RTA processing of diis-doped ZnO films represents an issue because 
of peeling effects. Additionally, low vapour pressure of Diis does not allow the flexible varia-
tion of MOVPE growth conditions. 
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Fig. 6.9. a- and c- lattice parameters of ZnO obtained from X-ray diffraction measurements. Growth  
temperatures are 850 °C a), and 900 °C b). Horizontal dashed and dotted lines indicate the relaxed 
ZnO lattice parameters.  
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A reduction in the carrier concentration with increasing annealing temperature was ob-
served for some doped samples; however this reduction is smaller compared to some UD-
MHy- or ammonia-doped ZnO films (Chapters 6.3 and 6.4). This is why the use of this pre-
cursor for p-type doping of ZnO is inappropriate. 
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Fig. 6.10. Carrier concentration obtained from capacitance-voltage measurements of ZnO layers doped using
 Diisobutylamine. Growth temperature: a) 850 °C, and b) 900 °C. 
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6.3. Ammonia  
Ammonia, the common nitrogen precursor for high-temperature GaN growth using 
MOVPE, has been the most “popular” nitrogen precursor for ZnO doping. Several groups 
claimed the achievement of p-type ZnO films by using NH3; however, the results were non-
reproducible or controversial (Chapters 2.3 – 2.5) [Min97, Hua02, Ash02, Ye03, YYan03, 
Xli03, Wan03c, Wan03b, Rom03]. For nitrogen doping using ammonia, two-step growth 
method was used in this work. 
 
6.3.1. Two-step Growth 
Growth Conditions 
In two-step growth experiments, nitrogen doping was achieved by switching on the 
ammonia in the reactor on the HT step.* For the control of the ZnO quality and the nitrogen 
incorporation, the temperature and ammonia flow were varied as shown in Tab. 6.2. Upper 
limits of these growth parameters were directly achieved from the experiments. An increase 
of ammonia flow and the temperature beyond these values lead to a severe film degradation. 
Surface Morphology 
As observed in in-situ reflectometry measurements, the ZnO growth rate is independent 
of the temperature and ammonia flow. A decrease of the overall reflected intensity was 
observed after 40 – 50 min of ZnO growth, indicating surface roughening. This was supported 
by SEM and AFM measurements, which have additionaly shown that the surface roughens 
mainly by the generation of the holes (Fig. 6.11, a)-b)). The hole density does not systemati-
cally depend on the growth conditions. For example, the hole density is increasing from 
0.5×106 cm-2 to 8.5×106 cm-2 with an increase of temperature from 800 °C to 1000 °C (am-
monia flow 0.89 mmol/min). However, it is nearly the same (around 106 cm-2) with an in-
crease of ammonia flows from 0.2 to 0.7 mmol/min (for all growth temperatures). The surface 
degradation of ZnO upon doping with using ammonia can be attributed to several factors. At 
elevated temperatures ammonia radicals are highly active, which can cause chemical etching 
reactions. Besides, ammonia molecule contains three hydrogen atoms, which can lead to a 
reduction of ZnO by hydrogen. Although a number of publications appeared on the ZnO dop-
ing using ammonia (see Chapters 2.3 – 2.5 for some examples), no detailed study on this topic 
is reported. 
                                                 
* MOVPE-grown GaN layers doped with Iron were used as a substrate (Chapter 3.2). 
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 Coloring of the ZnO Films  
Besides the surface roughening, a brownish color of some samples was observed. The 
coloring was especially rich in the samples grown with high NH3 flow and at low growth tem-
perature (Tab. 6.2, Fig. 6.12). 
 
Tab. 6.2. Doping parameter variation in experiments with two-step growth of ZnO. The background in the table 
cells indicates the color of the sample achieved from CCD camera in the optical  microscope.  
Increase of ammonia flow at low growth temperatures leads to a brownish color of the ZnO films. 
 
 
Fig. 6.11. SEM images of ZnO doped using ammonia. Growth temperature: 850 °C. Ammonia flows: 
 a): 0.89 mmol/min, b): 1.6 mmol/min, c): 3.2 mmol/min. 
 
 
Fig. 6.12. The colors of the ZnO films grown with increasing amount of ammonia (from left to the right). 
 Growth temperature: 850 °C. Ammonia flows: a): 0.9 mmol/min, b): 1.6 mmol/min, c): 3.2 
 mmol/min.  
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Post-growth rapid thermal annealing at 800 °C and higher bleached the samples. The trans-
parency of the substrate has allowed studying this coloring by optical absorption measure-
ments (Fig. 6.13). Light absorption around 380 nm was observed in the room-temperature 
measurements. This absorption edge is defined by the ZnO band gap width, and the absorp-
tion centers. Lower-energy signal intensity (ZnO is transparent here) is mainly defined by the 
light scattering on the surface defects (Fig. 6.13). Thus, the coloring of ZnO samples is caused 
by the light absorption in blue and green spectral region. Such effects were reported in some 
publications on ZnO. Lander has observed the “beautiful amber coloring” of bulk ZnO sam-
ples after hydrogen ions bombardment [Lan57]. Minegishi et al. reported the ZnO coloring 
after the addition of ammonia into MOCVD reactor. [Min97]. The color becomes darker as 
the growth temperature increases from 650 °C to 800 °C regardless on Zn addition [Min97]. 
In the experiments of Garses et al., coloring of the ZnO single crystals was observed after an-
nealing between 600 °C and 900 °C in air or nitrogen [Gar01]. They have investigated this 
coloring by the absorption measurements with unpolarized light propagating along the ZnO c 
axis [Gar01]. From those measurements, Garses et al. suggest that “this coloring may repre-
sent transitions from singly ionized nitrogen acceptors to shallow donors and the conduction 
band or from singly ionized nitrogen acceptors to ‘‘deep’’ levels, such as transition-metal im-
purities or intrinsic defects” [Gar01]. 
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Fig. 6.13. Room temperature optical absorption measurements of the ZnO films grown at 800 °C with  
different amounts of ammonia. Optical data from the sapphire and GaN are subtracted. 
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Raman Measurements  
In Raman measurements of samples grown at 800 °C only a highly doped sample (0.9 
mmol/min) shows a drastic change in the Raman spectra which can be attributed to NH3 dop-
ing (Figs. 6.14-6.15). Besides a significant broadening (8.3 cm-1) of the E2 ZnO Raman line 
(typically ~6 cm-1)  the line at 275 cm-1 attributed to N is much more pronounced in this sam-
ple [Kas02]. Annealing of the samples has only a small impact on the Raman spectra of low 
N-doped ZnO, Fig. 6.15. The sample with NH3 = 0.2 mmol/min shows only negligible 
changes. In the case of high NH3 flows (0.9 mmol/min) a change and narrowing of the lines is 
observed. The E2 ZnO line narrows from 8.3 to 6.3 cm-1 and the line at 275 cm-1 is strongly 
reduced in intensity; this sample is only slightly brown compared to other samples grown with 
lower ammonia flows and higher temperatures. Those observations confirm that nitrogen in-
corporated into ZnO as a result of using ammonia for doping and correlates with the results of 
the optical absorption measurements. 






























































































































Fig. 6.14. Raman spectra of not annealed ZnO samples doped using different amounts of NH3. Tgrowth= 800 °C. 
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Fig. 6.15. Raman spectra of ammonia-doped ZnO after RTA at different temperatures.  Tgrowth=800 °C. 
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X-ray Diffraction Measurements 
In X-ray diffraction measurements it was observed that ammonia-doped ZnO is single-
crystalline with (0002) plane parallel to the surface of the substrate. In (0002) θ-2θ-scans a 
double-peak reflection from ZnO was observed. The c lattice parameter of the LT layer is lar-
ger than that of the HT grown ZnO for the samples grown at 800 °C and doped with 0.2 - 0.9 
mmol/min ammonia flows. When the ammonia flow is higher than 0.9 mmol/min, the c lattice 
parameter of LT ZnO is smaller than that of the HT layer. In (1010) θ-2θ-scans the peak from 
the LT ZnO was not observed, except for one sample grown at 850°C doped with 3.2 
mmol/min of ammonia. Fig. 6.16 depicts the lattice parameters for some ZnO layers grown at 
different temperatures and doped with different amounts of ammonia. For the samples grown 
at 800 °C, an increase of the ammonia flow from 0.7 mmol/min to 0.9 mmol/min leads to an 
increase of both the a- and c-lattice parameters (Fig. 6.16, a)). The peak-splitting was not ob-
served for undoped two- and three-step grown ZnO layers. From Raman-effect and optical 
absorption measurements it was concluded that nitrogen is successfully incorporated into ZnO 
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Fig. 6.16. Lattice parameters of ZnO layers grown at different temperatures and doped with different 
 amounts of ammonia. a): growth temperature is 800 °C. b): ammonia flow 0.9 mmol/min. 
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lattice for some of these samples; however, this can not lead to the ZnO peak splitting due to 
the low nitrogen concentrations. Probably the main reason for this effect is the ammonia in-
fluence on the growth mechanisms on the HT growth step.  
Figs. 6.17 – 6.18 depict FWHM values obtained from θ-2θ and ω-scans measurements 
performed in different geometries for some samples doped with different amounts of nitrogen. 
An increase of the ammonia flow for the samples grown at 800 °C leads to a decrease of the 
crystalline properties of the layers. A variation of the growth temperature from 750 to 1050 
°C at constant ammonia flow (0.9 mmol/min) does not lead to a systematical variation of the c 
and a lattice parameters (Fig. 6.17). When the growth temperature is increased to 900 °C or 
950 °C, both lattice parameters are changed in different directions. Further increase of the 
growth temperature does not lead to a significant variation of the lattice parameters (it is in 
the order of 10-5 nm). An increasing growth temperature leads to an improvement of the crys-
talline properties (Fig. 6.17). 







































Fig. 6.17. FWHM of a) θ-2θ-scans of (1010) and b) ω-scans of (0002) ZnO reflections versus ammonia flow. 







































Fig. 6.18. FWHM of a) θ-2θ-scans of (0002) and b) ω-scans of (1010) ZnO reflections versus ammonia flow. 
.  
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The FWHM values of θ-2θ and ω-scans are systematically decreasing with increasing growth 
temperature. Fig. 6.19 depicts the symmetrical (a) and asymmetrical reciprocal space mapping 
b) for the sample grown at 750°C and doped with 0. 9 mmol/min of ammonia. Both maps 
show an asymmetrical lattice planes in the ZnO crystal which are tilted in one direction to 
greater extend. An additional broadening of the ZnO peak observable in the asymmetrical 
mapping (Fig. 6.19, b) originates from cracks in the surface of the layer, which were observed 
in SEM and Normarski microscopy measurements. 
































































Fig. 6.19. Symmetrical a) and asymmetrical b) X-Ray reciprocal space mapping of the ZnO sample grown at 
750 °C with  0.9 mmol/min ammonia flow. 
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Cathodoluminescence 
Non-annealed ZnO 
The comparison of the integrated spectra collected from the surface of the non-annealed 
ZnO grown at 800 °C shows that the overall intensity of ZnO doped with the highest amount 
of ammonia is lower than that of the undoped sample, Figs. 6.20 and 6.21. The luminescence 
peak intensity drops by four orders of magnitude when the ammonia flow is increased from 
0.2 to 0.9 mmol/min (Fig. 6.21, b)). This correlates to the browning of these samples and to 
the observed in optical absorption measurements which have shown increased absorbance in 
this spectral region, Fig. 6.13. The position of the peak energy shows a weak dependence on 
the amount of ammonia, introduced into the reactor (Fig. 6.21, a)). An increase of the 
ammonia flow leads to a shift of the peak to the lower energies. An increase of the FWHM 
 
Fig. 6.20. Integrated cathodoluminescence spectra from ZnO surface measured for the not annealed samples doped with 
 different amounts of ammonia. Growth temperature: 800 °C. 


























































        Fig. 6.21. a) CL peak energy, b) FWHM and CL intensity at peak maximum versus ammonia flow. 
6.4. Ammonia 100 
with an increase of the ammonia flow is mainly caused by the reduction of the luminescence 
intensity (Fig. 6.21, a) - b)).  
In the spectrum corresponding to ZnO doped with 0.7 mmol/min of ammonia, the 
recombination line I4 (3.363 nm) appears, which is attributed to the hydrogen donor atom 
[Mey03]. Spatially resolved CL measurements gave additional information on the origin of 
luminescence at 3.319 meV emitted from the surface of undoped ZnO (Fig. 6.21). The two-
electron satellite (TES) recombination is attributed to the recombination in the holes (Fig. 
6.22). In the spectral region from 373.1 to 374.2 nm, the flat regions (domains between the 
holes) do not show any luminescence (Fig. 6.22, b)).  
In spatially resolved CL measurements, the surface of the undoped ZnO contains a very 
low amount of planar regions, in contrast to the samples doped with 0.2 and 0.4 mmol/min of 
ammonia (Fig. 6.23). In the integrated intensity images bright and dark regions are 
observable, which correlate with the surface morphology shown in SEM pictures. The dark 
regions correspond to the part of the surface with a low quantum efficiency, which is caused 
by defects and dislocations in the ZnO layer. The planar regions show surface morphology 
defect correlated luminescence. Spatially resolved CL images clearly show that for the 
undoped ZnO and the sample doped with 0.2 mmol/min ammonia the holes have lower 
luminescence intensity than the planar regions. An increase of the ammonia flow to 0.4 
mmol/min leads to the reversion: the holes show higher luminescence intensity relative to the 
flat regions of ZnO. This explains the drop of CL quantum efficiency with an increase of the 
ammonia flow. The surface distribution of the cathodoluminescence wavelength is highly 
correlated with the surface SEM morphology (Fig. 6.23, g) – i)). In the reference sample the 
planar regions of the film emit at a higher energy than the regions with holes. The low N- 
 
Fig. 6.22. Spatially resolved CL measurements of the as-grown undoped reference sample. Tgrowth=800 °C  
a) SEM picture of the sample. b) CL intensity image at 3.319 eV. 
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doped ZnO shows a homogeneous distribution of the emission energy. A higher level of 
doping results in the reversion of the spatial distribution of the luminescence relative to the 
reference sample: the flat region of ZnO show lower energy emission in comparison to the 
region of the holes. However, the luminescence emitted from the planar regions of the film 
has a very low intensity. 
Cathodoluminescence 
Annealed ZnO  
An increase of the RTA temperature for the undoped ZnO leads to a decrease of the 
overall luminescence intensity, while the defect band (DB) luminescence intensity is 
increasing (Fig. 6.24, a). In contrast to that, the near-band edge (NBE) luminescence intensity 
from the doped ZnO is increasing with increasing RTA temperature (Fig. 6.24, b). From the 
more detailed observation of the NBE luminescence, the position of the recombination peak 
maxima for the undoped ZnO is not influenced by the RTA temperature (Fig. 6.25). For the 
undoped ZnO an increase of the annealing temperature results in a disappearance of I2, I1a 
excitonic recombination lines. The sample annealed at 1000 °C shows only I8a-I9 
recombination peaks. The FWHM of the luminescence peaks of undoped ZnO remains nearly 
 
Fig. 6.23. SEM, Integrated intensity and CL wavelength images of three ZnO layers doped with different 
 amounts of ammonia. Tgrowth=800 °C. 
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constant with an increase of the RTA temperature, while it is decreasing for doped ZnO (Fig. 
6.24 b)). For doped ZnO, the overall luminescence intensity is increasing, and the position of 
the recombination peak maximum shifts towards higher energies (Figs. 6.24 and 6.25).   
Capacitance-voltage Measurements  
Fig. 6.26 shows the carrier concentration of ZnO films doped and annealed at different 
temperatures.* The samples have not shown p-type conductivity in capacitance-voltage 
measurements. The undoped ZnO grown at 800 °C shows nearly the same carrier 
                                                 
* Some samples were damaged after  RTA. 
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Fig. 6.24. Low temperature integrated spectra of a) undoped and b) doped ZnO annealed at different temperatures. 
Inset in b) shows the FWHM of the luminescence peak maxima versus RTA temperature. 
   
 
Fig. 6.25. Highly resolved low temperature integrated CL spectra of ZnO. Left: undoped ZnO grown at 800 °C and 
 annealed at different temperatures. Bottom: doped with 0.4 mmol/min ZnO annealed at different temperatures. 
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concentration after RTA at 700 °C (Fig. 6.26, a)). RTA at 800 and 900 °C results in an 
increase of the carrier concentration, which can be attributed to the increase of the defects in 
ZnO layers as a result of RTA. This is supported by the integrated CL spectra measured from 
the surface of these samples: the intensity of defect band from 2 to 2.6 eV is increased by 
several orders of magnitude upon annealing, and disappearance of I2 and I1a recombination 
lines (Figs. 6.24 and 6.25). ZnO doped with 0.2 and 0.4 mmol/min of ammonia show about 
the same carrier concentration after RTA at 700 – 900 °C with a small decrease of the carrier 
concentration (Fig. 6.26, a)). RTA at 1000 °C results in a strong increase of carrier 
concentration by several orders of magnitude for both doped samples. The as-grown heavily 
doped (0.9 mmol/min) sample shows very high carrier concentration, probably due to defects 
induced by doping. An increase of the RTA temperature leads to a monotonic decrease of the 
carrier concentration by two orders of magnitude. At 900 - 1000 °C the saturation is observed. 
A decrease of the carrier concentration by about one order of magnitude was observed for the 
sample grown at 850 °C and doped with ~1.6 mmol/min of ammonia. Annealing at 900 °C of 
the sample grown at 800 °C results in the lowest carrier concentration which is about 1017 cm-
3 (Fig. 6.26, d). The samples grown at 950 °C and 1000 °C show a lower carrier concentration 
after annealing at 900 °C and 1000 °C. The behavior of the carrier concentration in all doped 
samples directly correlates with the bleaching of the brownish color.  
In conclusion, an increase of ammonia flow does not influence the growth rate of ZnO, 
but roughens its surface. The surface defect density is about 106 cm-2. RTA has a small impact 
on the Raman spectra of low N-doped ZnO. Only a highly doped sample (0.9 mmol/min) 
grown at 800 °C shows a drastic change in the Raman spectra which can be attributed to NH3 
doping. This sample, however, shows higher carrier concentration in initial and RTA-treated 
films as compared to low N-doped films. Ammonia doping from 0 to 0.4 mmol/min resulted 
in the reduction of carrier concentration after RTA. XRD measurements have demonstrated 
that an increase of ammonia flow leads to the increase of FWHM values. In 
cathodoluminescence measurements it was observed that with an increase of ammonia flow 
the integrated intensity decreases and FWHM is increasing. A higher level of doping results in 
the reversion of the spatial distribution of the luminescence relative to the reference sample: 
the flat region of the film show lower energy emission in comparison to the region of the 
holes. However, the luminescence emitted from the planar regions of the film has a very low 
intensity. Thus, high ammonia flow is not practical from the optoelectronic application 
viewpoint. Taking this into account, further experiments with ammonia doping have been 
performed, Chapter 6.3.2. 
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Fig. 6.26. Carrier concentration of the ZnO samples annealed at different temperatures versus the ammonia flow.  
The growth temperature is a) 800 °C, b) 850 °C.  
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Fig. 6.26. Carrier concentration of the ZnO samples annealed at different temperatures versus c) ammonia flow 
 and d) growth temperature.  
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6.3.2. Two-step Growth with Reduced DMZn Flow 
To study the influence of VI-II ratio on the ammonia doping and improve the quality of 
nitrogen-doped ZnO, the DMZn flow on the HT step was reduced to ~0.55 mmol/min.* 
Nitrogen incorporation was controlled by ammonia flow, as shown in Tab. 6.3.  
 As expected, ammonia-doped ZnO samples grown with low amount of DMZn have lower 
hole density than those discussed in the previous chapter. Fig. 6.27 depicts AFM and SEM 
images of a ZnO layer doped with 0.2 mmol/min of ammonia. Inverted pits and pyramids 
observable in the SEM picture have a pronounced hexagonal form. Thus, VI-II ratio decreases 
the defect density in nitrogen-doped ZnO films, while keeping the defect character the same. 
Similarly to the samples discussed in the Chapter 6.3.1, the structural quality of 
undoped ZnO layer is better than that of the doped layers, as concluded from θ-2θ- and ω-
scans in (1010) and (0002) geometries (Fig. 6.28). ZnO samples, doped with higher ammonia 
flow, show about the same variation of FWHM of (0002) ω- and 2:1-scans (Figs. 6.17 - 6.18) 
in comparison with those of the samples discussed in this chapter (Fig. 6.28). The doped ZnO 
films grown with reduced DMZn flow show nearly constant FWHM of 2:1 scans performed 
                                                 
* Other growth conditions were as described in Chapter 5.2.3. The growth time is proportionally increased to     




0 0.06 0.1 0.2 0.3 0.5 
850 ∗ ∗ ∗ ∗ ∗ ∗ 
Tab. 6.3. Doping parameter variation in experiments using two-step growth of ZnO. Iron-doped GaN layers  
grown on sapphire were used as substrates for ZnO growth (Chapter 3.2). 
 
Fig. 6.27. AFM (left) and SEM (right) images of ZnO doped with a low amount of ammonia (~0.2
 mmol/min). 
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in (1010) geometry and varies from ~140” to ~170”. ZnO samples doped with 0.9 – 3.2 
mmol/min (Chapter 6.3.1, Fig. 6.17) show FWHM values of 2:1 scans performed in (1010) 
geometry varying from ~700” to ~800”. ZnO samples grown at 800 °C and 900 °C also show 
significantly broader XRD peaks (Fig. 6.21, top). Thus, increase of the VI-II ratio does not 
lead to the improvement of crystalline quality of ammonia-doped ZnO. 
No direct correlation between the variation of the ammonia flow and the values of the 
lattice parameters was observed (Fig. 6.29). On the one side, c- and a-lattice parameters are 
varying in the relatively small range (10-4 nm), similarly to the ZnO samples grown as 
described in Chapter 6.3.1 (Fig. 6.16). On the other side, the undoped ZnO layers, discussed 
in the Chapter 5.2.3, show no lattice parameter variation upon decrease the DMZn flow from 
1.1 to 0.55 mmol/min too. This indicates that ammonia doping has no influence on the strain 
state of ZnO films independent on the II-VI ratio. For the samples grown in this series of 
experiments no cathodoluminescence or photoluminescence measurements were performed. 
All samples demonstrate n-type conductivity in capacitance-voltage measurements. The 
carrier concentration of the non-annealed ZnO increases with an increase of the ammonia 
flow (Fig. 6.30). This increase of carrier concentration in non-annealed ZnO samples with an 
increase of ammonia flow was also observed  for samples discussed in Chapter 6.3.1 (Fig. 
6.26). This can be attributed to the generation of structural defects induced by doping, which 
is also supported by XRD measurements discussed above. RTA of the undoped sample does 
not influence the carrier concentration (Fig. 6.30). In contrast to that, RTA results in a 
decrease of the carrier concentration for some doped samples (Fig. 6.30). This effect is 
especially pronounced for the sample doped using 0.33 mmol/min of ammonia. This sample 
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Fig. 6.28. FWHM values obtained from XRD θ-2θ scans around (1010) and (0002) ZnO layers (left axis) and 
ω-scans in (0002) geometry (right axis) versus ammonia flow.
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shows a systematical decrease of the carrier concentration with an increase of the RTA 
temperature. RTA at 1000 °C lead to a severe degradation of the layers, and no electrical 
measurement was possible. In order to get rid of this effect, the 5×5 mm2 samples were put 
face to face on a ZnO substrate and then annealed during 10 min in oxygen ambient. For the 
undoped sample this procedure does not significantly change the carrier concentration. Face 
to face annealing at 1000 °C of the sample doped with 0.11 mmol/min of ammonia results in a 
carrier concentration comparable with that of the same sample annealed at 800 °C in the usual 
way. The same annealing of the sample doped with 0.33 mmol/min of ammonia does not 
significantly change the carrier concentration achieved after RTA in the usual way at 950 °C.  
In conclusion, the lowest carrier concentration achieved in this series is around 1016 cm-
3 (Fig. 6.30, the sample doped with 0.3 mmol/min of ammonia) is similar to that of two-step 
grown samples from chapter 6.3.1 (Fig. 6.26, a), the samples grown at 800 °C, doped with 0.2 
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Fig. 6.30. Carrier concentration of the ZnO samples annealed at different temperatures versus the   
ammonia flow. F2F 1000 °C points to the face-to-face RTA at 1000 °C. 
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Fig. 6.29. c- and a- lattice parameters of ZnO films versus the ammonia flow. Dashed and dotted 
 horizontal lines indicate the relaxed values of ZnO lattice parameter [Lan02]. 
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mmol/min and 0.4 mmol/min of ammonia). Higher ammonia flows or growth temperatures 
resulted in surface and structural damage of films. Althought no p-type conductivity is 
achieved in these growth series of experiments, further research on ZnO doping using 
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6.4. UDMHy 
Unisymmetrical dimethylhydrazine is often used for the growth of nitrides and nitrogen-
containing semiconducting compounds in the recent time, and can be an alternative nitrogen 
precursor to ammonia. The use of UDMHy instead of ammonia is possibly more effective for 
HT ZnO doping because it fully decomposes at 800 °C, while ammonia decomposes at higher 
temperatures (Chapters 8.2.1 – 8.2.2). Until now no studies on the ZnO doping with nitrogen 
using UDMHy were reported. For doping with UDMHy, two- and three-step growth methods 
were employed in this work. 
  
6.4.1. Two-step Growth  
In two-step growth, UDMHy flows were varied on the HT step as shown in Tab. 6.4. 
The growth rate of the doped ZnO is smaller than the undoped one, probably due to the in-
crease of the total reactor flow. A browning of ZnO was observed when UDMHy flows were 
higher than 0.06 mmol/min. However, the samples were not so dark brown as ammonia-
doped ZnO (Fig. 6.12, c)). Similarly to ammonia-doped, the brown UDMHy-doped ZnO 
bleached out after post-growth RTA.  
The surface of UDMHy doped lay-
ers consists of pits and inverted hexagonal 
pyramids, as evaluated from SEM (Fig. 
6.31) and AFM (Fig. 6.32) measurements. 
Compared to undoped ZnO, the surface of 
doped samples contains more surface de-
fects (Fig 6.32). UDMHy has stronger ef-
fect on the surface morphology of ZnO 
than ammonia, although its flow is one 




0 0.03 0.05 0.06 0.09 
850 ∗ ∗ ∗ ∗ ∗ 
Tab. 6.4. Doping parameter variation in experiments with two-step growth of ZnO. 
 
Fig. 6.31. SEM image of ZnO doped with UDMHy. 
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The FWHM values obtained from XRD 2:1- and ω-scans of not annealed ZnO are in-
creasing with increasing UDMHy flow to 0.06 mmol/min (Fig. 6.34). The sample grown with 
0.09 mol/min of UDMHy shows a slightly smaller FWHM values. Thus, UDMHy doping de-
grades the crystalline quality of ZnO. Similar effect was observed for ZnO layers doped using 
ammonia (Chapter 6.3). Additionally, FWHMs of ω-scans of (0002) ZnO doped using UD-
MHy and ammonia are changing from 250” to 500” and 350” to 470”, respectively (Figs. 6.28 
and 6.32)*. FWHM values of the 2:1 XRD scans of (0002) and (1010) of ammonia-doped 
ZnO are changing from 140” to 190” and from 140” to 170”, respectively (Fig. 6.28). In the 
case of UDMHy doping they vary from 120” to 250” ((0002) scan), and from 120” to 300” 
((1010) scan) (Fig. 6.33, a)). No systematical variation of the lattice parameters with an in-
crease of the UDMHy flow is observed (Fig. 6.33, b)). The variation of the lattice parameters 
is small (~10-4 Å for c-lattice parameters, and ~10-5 Å for a-lattice parameters). Compared to 
ZnO films doped using ammonia, a- and c-lattice parameters of ZnO doped using UDMHy 
are lying in the same range, (Figs. 6.29 and 6.33, b). Thus, ammonia and UDMHy doping 
have about the same influence on the crystalline quality of ZnO films.  
The intensity of the low temperature (4K) photoluminescence detected from the doped 
layers is lower compared to that of undoped reference sample (Fig. 6.35). The undoped sam-
                                                 
* This comparison is performed with the samples from Chapter 6.3.2. Higher ammonia flows resulted in larger  
FWHM values, Chapter 6.3.1. 
 
Fig. 6.32. 3×3 µm2 AFM images of UDMHy-doped ZnO. a) undoped ZnO, rms roughness: 0.5 nm; b) UDMHy:
0.03 mmol/min, rms roughness: 0.7 nm; c) UDMHy: 0.06 mmol/min, rms roughness: 7.1 nm;  
d) UDMHy: 0.09 mmol/min, rms roughness: 36 nm.
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ple shows a large amount of recombination lines in the NBE spectral region, green lumines-
cence and weak DAP band (Figs 6.34 and 6.35). Even a small amount of UDMHy strongly 
influences the character of the PL spectrum. The DAP band is strongly pronounced with well 
resolved LO phonon replicas. When the UDMHy flow is increased, the DAP is still intensive 
but loses its structure. Fig. 6.35 shows 4K PL spectra of a ZnO layer doped with nitrogen us-
ing 0.03 mmol/min UDMHy flow and a annealed at 800, 900, 950 and 1000 °C. An increase 
of the RTA temperature up to 950 °C leads to an increase of the PL intensity (see inset in Fig. 
6.35). RTA at 1000 °C lead to a destruction of the layer. Probably due to this damage the lu-
minescence intensity is decreasing. Besides, samples annealed at different temperatures show 
different spectral features. Fig. 6.39 shows the NBE luminescence of those layers. Free exci-
ton recombinations (Xaf-Xal) in the spectrum shown in Fig. 6.37, are followed by neutral do-
nor bound excitons (I5, I8, I9; I5 line is not shown in Fig 6.36, it lies in between I8a-I4). 
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Fig. 6.33. a) FWHM values obtained from XRD θ-2θ scans in (1010) and (0002) geometries and ω-scans in 
 (0002) geometry versus UDMHy flow. b) c- and a-lattice parameters of ZnO versus UDMHy flow. 
 Dashed and dotted lines represent the relaxed values of ZnO lattice parameters [Lan02]. 
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Fig. 6.34. LT PL spectra of as-grown UDMHy-doped ZnO. 
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Fig. 6.35. LT PL spectra of annealed UDMHy-doped ZnO. UDMHy flow: 0.03mmol/min. 
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Fig. 6.36. NBE LT PL spectra of annealed ZnO doped with 0.03 mmol/min of UDMHy. 
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Raman measurements demonstrate the appearance of N-related modes in the spectrum 
with an increase of UDMHy flow (Fig. 6.37, top). The intensity of the N-related peaks mono-
tonically increases with an increase of the UDMHy flow, which indicates a successful incor-
poration of nitrogen into the ZnO films. Upon annealing N-related peaks intensity is decreas-
ing (Fig. 6.37, bottom). 
Capacitance-voltage measurements have revealed a strong influence of the doping con-
centration and the RTA conditions on the electrical properties of the ZnO layers. All samples 
show n-type conductivity, and no p-type conductivity was observed. Before the samples were 
annealed, strong increase in the carrier concentration with increasing UDMHy flow was ob-
served (Fig. 6.38). A similar effect was observed for the samples doped with ammonia. Tak-
ing into account the results of XRD and Raman measurements, this effect can be attributed to 
the increase of the structural defect concentration with an increase of UDMHy flow. Besides, 
hydrogen incorporation from the UDMHy molecule can be also responsible for the increase of 
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Fig. 6.37. Raman spectra of ZnO samples doped with different amounts of UDMHy. Top: as-grown, and  
bottom: annealed at different temperatures. 
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the carrier concentration. A systematical increasing of the RTA temperature up to 950 °C 
leads to a decrease in the carrier concentration for the doped samples, while the undoped ref-
erence sample does not show a significant change of the carrier concentration. Probably, RTA 
leads to a removal of hydrogen which results in a decrease of the carrier concentration in the 
annealed films. 
In conclusion, compared to ammonia doping (Chapter 6.3.2), UDMHy has similar in-
fluence on ZnO surface morphology and crystalline properties while its flow is one order of 
magnitude lower. A low amount of UDMHy (0.03 mmol/min - 0.05 mmol/min) leads to 
strongly pronounced DAP band with well resolved LO phonon replicas observed in LT PL 
measurements. When the UDMHy flow is increased, the DAP is still intensive but loses its 
structure. The intensity of the N-related peaks in Raman spectra monotonically increases with 
an increase of the UDMHy flow. These effects were not that pronounced in the case with 
ammonia doping experiments. Three-step growth method can be applied for the improvement 
of the ZnO quality in doping experiments using UDMHy. A more detailed study of the sam-
ples for UDMHy flows from 0 mmol/min to 0.05 mmol/min is needed, since the samples 
doped with nitrogen in that UDMHy flow range show decrease of the carrier concentration. 
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Fig. 6.38. Carrier concentration of ZnO films doped with different amounts of UDMHy and annealed at differ
ent temperatures.
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6.4.2. Three-step Growth  
Nitrogen doping of ZnO films using UDMHy resulted in the drop of Nd-Na value by 
nearly two orders of magnitude after RTA processing and strongly pronounced DAP band 
with well resolved LO phonon replicas in the luminescence spectrum (Chapter 6.4.1). To 
further study the properties of ZnO, the doping using UDMHy was performed using three-
step growth, Tab. 6.5.  
From in-situ reflectometry measurements, the growth rate of UDMHy-doped ZnO was 
the same compared to the reference samples. The AFM rms roughness of undoped ZnO layers 
was 0.2 nm (3x3 µm2 scanning area), which is smaller compared to the undoped two-step 
grown ZnO (0.5 nm). UDMHy doping results in a slightly rougher ZnO surface (0.4 nm, Fig. 
6.39 b), which is comparable to two-step grown ZnO (0.7 nm, Chapter 6.4.1). The surface de-
 
Fig. 6.39. Surface morphology of a) undoped, b) UDMHy doped ZnO layers. The main layer growth tempera




0 0.01 0.018 0.025 0.03 0.04 0.05 
800    ∗    
850 ∗ ∗ ∗ ∗ ∗ ∗ ∗ 
900 ∗   ∗    
Tab. 6.5. Doping parameter variation in experiments with three-step growth of ZnO. No iron doping of   
underlying GaN layer was performed.
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fect density is slightly higher in the doped than in the undoped ZnO, and lower than in two-
step UDMHy-doped ZnO. 
The variation of a- and c-lattice parameters is about 10-3 Å (Fig. 6.40). Two-step UD-
MHy doping resulted in the similar parameters, Fig. 6.33, b). This was also observed for two- 
and three-step grown undoped ZnO layers (Chapters 5.2.3 and 5.3, respectively). The thick-
ness of the NO-ZnO film is thin (half of the period of reflected intensity in in-situ reflectome-
try measurement, Fig. 5.62) and thus does not influence the lattice parameters of ZnO. The 
undoped ZnO films grown at 850 °C and 900 °C have the smallest FWHM values (Fig. 6.41). 
These values are higher when compared to FWHM of XRD measurements performed in the 
same geometries for two-step grown undoped ZnO, Fig. 6.41, a). Small UDMHy flow in-
creases the FWHM values (0002) 2:1 scans and (0002) ω-scans (Fig. 6.44), while the FWHM 
value of (1010) 2:1 scan stays nearly unaltered. Comparison of FWHM values of XRD meas-
urements of the samples grown at different temperatures reveals no direct correlation. 
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Fig. 6.40. Lattice parameters of UDMHy-doped ZnO. Dashed and dotted lines denote lattice parameters of  
relaxed ZnO [Lan02].  
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No reliable indication of a p-type conductivity was observed in capacitance-voltage 
measurements. ZnO grown at 850 °C and doped with 0.03 - 0.04 mmol/min of UDMHy were 
peeled off after RTA at 900 °C. Samples grown at 900 °C could not be measured after RTA at 
temperatures exceeding 900 °C, Fig. 6.43, b). As it has already been discussed in Chapter 5.3, 
three-step grown reference samples show reduction of the carrier concentration upon anneal-
ing at 850 °C, which was not observed in the case of two-step grown undoped ZnO samples. 
Carrier concentration of annealed at 850 °C three-step grown undoped ZnO reaches the value 
of undoped two-step grown ZnO. Considering the influence of RTA on carrier concentration 
of three-step grown and doped at 850 °C and 900 °C ZnO films, no systematical lowering of 
this value is observed as compared to the two-step grown film, Figs. 6.42 and 6.43. Still, for 
low concentrations of UDMHy doping, a reduction in the carrier concentration was observed 
after annealing at 850 °C in comparison to the non-annealed samples, Fig. 6.42 a). 
In conclusion, low level of ZnO doping using UDMHy results in the slight degradation 
of crystalline and surface morphology properties, and does not influences the strain state of 



































































































Fig. 6.41. Full width at half maximum obtained from X-ray diffraction measurements of ZnO layers doped with
UDMHy. Growth temperatures are 850 °C, a), and 900 °C, b).
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the ZnO layers. Three-step growth improves the surface smoothness of ZnO but makes the 
films instable during RTA processing. Although no p-type conductivity was achieved in two- 
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Fig. 6.42. Carrier concentration obtained from capacitance-voltage measurements of ZnO layers doped with
 UDMHy. Growth temperature: 850 °C. a) three-step grown and doped ZnO; b) Two-step grown and
 doped ZnO. 
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Fig. 6.43. Carrier concentration obtained from capacitance-voltage measurements of ZnO layers doped with
 UDMHy. a) three-step grown and doped ZnO, growth temperature 900 °C; b) Two-step grown and
 doped ZnO, growth temperature 850 °C. 
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7. Summary  
In this work new Metalorganic Vapor Phase Epitaxy methods for the growth and doping 
of ZnO high-quality layers were developed. Acetone, iso-propanol, diethylether, tertiary-
butanol, and N2O precursors were tested under different growth conditions. ZnO growth using 
iso-propanol provided good surface morphology and intense cathodoluminescence of the 
films. However, it resulted in the prereactions which narrowed the growth processing of the 
films. Althought this effect was not observed in experiments with acetone and diethyl-ether, a 
strong carbon contamination took place. Probably due to carbon doping the acetone- and 
diethyl-ether grown films did not show ZnO correlated luminescence in cathodoluminescence 
experiments. No ZnO reflection in XRD measurements of ZnO grown using diethyl-ether was 
found. Thus, the use of iso-propanol, acetone or diethyl-ether is unappropriate for ZnO 
growth. t-BuOH-grown ZnO films show narrow intensive near-band gap cathodolumines-
cence emission. The use of tBuOH offers a prereaction-free flexible manipulation of the ZnO 
properties by variation its growth temperature. Together with an in-situ annealing, it results in 
smooth films with good optical and structural qualities. Compared to iso-propanol, acetone, or 
diethyl-ether, tertiary butanol is the best O-precursor for the growth of ZnO at low-
temperatures. The use of N2O offered prereaction-free high-temperature growth of ZnO. The 
optical and crystalline quality of ZnO layers grown with N2O is superior to those of ZnO 
grown with tertiary-butanol. However, in contrast to very smooth, homogeneous surface of in-
situ annealed tBuOH-grown ZnO layers, N2O-grown layers demonstrated rough spoungy 
surface. The combination of LT ZnO growth using tBuOH with HT ZnO growth using N2O 
has improved the surface morphology, crystalline and optical properties of ZnO in compari-
son to the best single-grown LT or HT ZnO. The best ZnO layers have remarkably higher 
crystalline quality than the underlying GaN. Very narrow (FWHM is about 160``) high inten-
sity X-ray diffraction peaks are observed in ω-scans around (0002) geometry for ZnO grown 
at 900 °C on 0.88 µm – thick ZnO buffer layer. The use of different O-precursors, carrier 
gases and the temperature processing steps in one growth run broadens the space for further 
improvement of ZnO properties.  In-situ annealing of LT ZnO layer in two-step grown ZnO 
did not lead to a drastic changes of the surface morphology and crystalline properties. How-
ever, it lowered the luminescence intensity from the ZnO surface. The use of higher VI-II ra-
tio lead to a stable growth of smooth ZnO, and the high-intensity narrow-peak excitonic emis-
sion of photoluminescence. High morphological, structural and optical quality of ZnO layers 
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grown using two- and three-step growth methods has opened prospect for doping experi-
ments.  
For nitrogen doping of ZnO, NH3, UDMHy, Diisobutylamine, and NO were used. No 
reproducible and reliable experimental results on the achievement of p-type conductivity with 
those precursors achieved. From the results of X-ray diffraction, electrical and 
photoluminescence measurements nitrogen was not incorporated with the use of NO. 
However, the addition of NO during the high-temperature growth step promotes a smooth sur-
face morphology with a strong drop in growth rate, which is reversely proportional to the NO 
flow. Nitrogen doping of ZnO using Diisobutylamine leads to the degradation of its surface 
morphology and its crystalline quality without influence on the strain in ZnO film stack. RTA 
of diis-doped ZnO films represents an issue because of peeling effects. A reduction in the car-
rier concentration with increasing annealing temperature was observed for some doped sam-
ples. Additionally, low vapour pressure of Diis does not allow the flexible variation of 
MOVPE growth conditions. Ammonia did not influence the growth rate of ZnO, but surface 
roughening occurred. The hole density in ammonia-doped ZnO is varying around 106 cm-2. A 
solution was found by use of a lower DMZn flow on the HT growth step. RTA has a small 
impact on the Raman spectra of low N-doped ZnO. Only a highly doped sample (0.9 
mmol/min) grown at 800 °C shows a drastic change in the Raman spectra which can be at-
tributed to NH3 doping. This sample, however, has shown higher carrier concentration in ini-
tial and RTA-treated films as compared to low N-doped films. In cathodoluminescence meas-
urements with an increase of ammonia flow decreases the integrated intensity and increases 
the FWHM of the recombination peaks. A higher level of doping results in the reversion of 
the spatial distribution of the luminescence relative to the undoped ZnO: the flat region of the 
film show lower energy emission in comparison to the region of the holes. The lowest carrier 
concentration achieved in experiments with ammonia is around 1016 cm-3. Compared to am-
monia doping, UDMHy has similar influence on ZnO surface morphology and crystalline 
properties while its flow is one order of magnitude lower. A low amount of UDMHy (0.03 
mmol/min - 0.05 mmol/min) leads to strongly pronounced DAP band with well resolved LO 
phonon replicas in luminescence spectrum. When the UDMHy flow is increased, the DAP is 
still intensive but loses its structure. The intensity of the N-related peaks in Raman spectra 
monotonically increases with an increase of the UDMHy flow. Nitrogen as an acceptor can be 
successfully introduced in ZnO using UDMHy, as it is clearly visible from a reduction in the 
carrier concentration after RTA, and the behavior of the DAP luminescence.  
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8.1.1. Dimethylzinc 
The DMZn molecule is a non-polar cova-
lently bonded monomeric compound with two col-
linear zinc-carbon bonds (formally sp hybridized), 
as was evaluated from a X-ray study [Run63] and 
the vibrational spectrum [Boy50]. 50 % of DMZn 
is decomposed at 350°C by Zn-C bond homolysis 
[Jen92], see Fig. 8.2. The mechanism of homoge-
neous thermal decomposition was investigated in MOVPE reactor by Fan et al. and Dunlop et 
al. [Fan95, Dun70]. 
8.1.2. Iso-propanol 
Iso-propanol, C3H7OH, is an alcohol. Fig. 
8.3 shows its structure. The premature reactions 
observed during ZnO growth using iso-propanol 
as oxygen precursor* can be attributed to the 
elimination of alkyl groups from DMZn by 
acidic hydrogen from iso-propanol. 
                                                 
*  also called 2-Methyl-2-propanol, Trimethylcarbinol. 
 
 
Fig. 8.2. Pyrolysis of DMZn monitored by mass spectroscopy [Jen92]. 
 
Fig. 8.1. Structural formula of DMZn. 
 
Fig. 8.3. Structural formula of iso-propanol 
 (after Michael Opsölder). 
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8.1.3. Acetone 
The chemical formula of acetone∗ is 
CH3(CO)CH3 and its structure is shown in Fig. 8.4. 
Acetone was first prepared in 1610 by Jean Béguin 
by the pyrolysis of lead acetate (Saturn's salt). The 
name acetone was proposed by Bussy in 1833. The 
thermal decomposition of acetone is well studied 
since it has a high octane number and can be used as 
a fuel for cars [Ric34]. 
8.1.4. Diethyl-Ether 
Diethylether∗∗, with the structural formula 
CH3CH2OCH2CH3, was discovered by 
Raymundus Lullis, in 1275. It was first 
synthesized by Valerius Cordus in 1540. 
Crawford Williamson Long, M.D., was the first 
surgeon to use it as an anesthetic agent in 1842. 
An ether can be generally represented by the 
formula R1(O)R2. Fig. 8.5 shows the structure of the Diethylether molecule.  
 
8.1.5. Tertiary-butanol 
Tertiary-butanol, (CH3)3COH (tBuOH) is the 
simplest tertiary alcohol. Spatial arrangement of the 
atoms in the single tBuOH molecule is shown in 
Fig. 8.6. 
It is known [Coa65] that the addition of ex-
cess alcohol (R’OH) to R2Zn compounds displaces 
only one alkyl group to give alkylzinc alcoxides in 
                                                 
∗    also called dimethyl ketone or 2-propanone and beta-ketopropane. 
** also called  ethoxyethane. 
 
Fig. 8.4. Structural formula of acetone  
(after Michael Opsölder). 
 
 
Fig. 8.6. Structural formula of (CH3)3COH,
  (tBuOH). 
Fig. 8.5. Structural formula of diethyl ether 
 after Michael Opsölder). 
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the form RZn(OR’) [Hah98]. This is supported by investigations on the ZnO deposition from 
preliminary prepared RZn(OR’) [Aul94]. Although these compounds are generally tetrametric 
in the solid state [Coa85], methyl zinc isoproxide MeZnOPri, and methyl zinc tertiarybutoxide 
MeZnOBut oligomers have proved sufficiently volatile to be used in the deposition of ZnO in 
low pressure CVD, in the absence of an added oxygen source [Aul94]. Coates et al. and Ma-
tsui et al. investigated the structural properties of that adduct using X-ray analysis [Mat66].  
Stable adducts can be transported intact to the substrate and decomposed at the growing 
surface [Oda85]. According to Oda et al., tBuOH provided the best adduct properties for CVD 
process; i. e. an adduct can be formed at low temperatures, is volatile and stable below 250 °C 
and decomposes at around 300 °C. According to Coates et al., the advantage of tertiary butanol 
might be due to its form of a three dimensional structure which is effective for protecting zinc 
atoms from being attacked by foreign molecules during transportation [Coa85]. 
 
8.1.6. N2O 
N2O∗ produces laugh, for which reason it is also 
called ’’laughing gas’’. The molecule is linear and 
asymmetric with two resonance structures (Fig. 8.7). 
During MOVPE growth of ZnO using N2O, the N2O 
molecule decomposes into N2, O2, NO, and O and reacts 
with the products of Zn(CH3)2 decomposition. The de-
composition of laughing gas was thoroughly theoretically and experimentally studied e. g. in 
the investigations of Gusev et al. [Gus99]. In contrast to NO, which is a relatively stable 
molecule, N2O decomposes rapidly at high temperatures. The reactive oxygen species is gen-
erated at the surface of ZnO as an intermediate in catalytic N2O decomposition over ZnO as 
established by the studies of Cunningham et al. [Cun71]. Much more information is available 
on the photocatalytic decomposition of N2O over the ZnO surface but this investigation is not 
relevant for this study [Kal81]. 
 
8.2. N- and P-precursors  
8.2.1. NO 
                                                 
∗ also called dinitrogen oxide; nitrogen monoxide; dinitrogen monoxide; hypo nitrous acid anhydrite; laughing 
gas; was discovered by Priestley in 1772. 
 
 
Fig. 8.7. Resonance structures of N2O. 
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Nitric Oxide* is the most stable oxide of ni-
trogen. It readily loses an electron to form a nitro-
syl or nitrosonium ion, NO+ [Pat03]. Free NO is a 
stable free radical, because the weak  
ON-NO bond hampers dimerization in the gas phase. The decomposition of NO was theoreti-





a nitrogen  atom symmetrically bonded with two -
CHCH(CH3)2CH3 groups and one hydrogen atom 
(Fig. 8.9). This compound is liquid at room tem-
perature. During the decomposition of Diisobu-
tylamine in the presence of oxygen nitric oxides are produced. Diisobutylamine has relatively 
low vapor pressure. 
 
8.2.3. Ammonia 
Ammonia∗∗ (NH3) has a tetrahedral geometry 
(Fig. 8.10). Ammonia is stable at room temperature 
but begins to decompose at 450 °C [Ban75]. In the 
MOVPE reactor, the decomposition increases with 




In contrast to ammonia, asymmetrical dimethyl hydrazine ((CH3)2NNH2) has two nitro-
gen atoms, Fig. 8.11. Fig. 8.12 shows the decomposition of dimethylhydrazine as a function 
of temperature. Dimethylhydrazine starts to decompose at a temperature of 320°C. The evolu-
                                                 
* also called Nitrogen Monoxide; was discovered by van Helmont in 1620. 
∗∗ Gaseous ammonia was first isolated by J. Priestley in 1774 and was termed by him "alkaline air." In 1777 Karl 
Wilhelm Scheele showed that it contained nitrogen, and C. L. Berthollet, in about 1785, ascertained its 
composition [Shr90]. 
 
Fig. 8.10. Structural formula of ammonia. 
 
Fig. 8.8. Structural formula of nitric oxide. 
Fig. 8.9. Structural formula of  Diisobu-
tylamine. 
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tion of the reaction products as a function of tem-
perature is given elsewhere [Ast53, Bou00]. From 
those studies, breaking of the N-N bond by the 
elimination of the methyl groups at 515°C is the first 
reaction [Ast53, Bou00]. 50% decomposition is 
reached at a temperature of 550 °C. The active N 
radicals recombine with hydrogen above 675 °C. 




Phosphin (PH3) has a tetrahedral geometry (Fig. 8.13). Phosphin was widely used in 
semiconductor industry as a dopant source for phosphor. In comparison to a number of theo-
retical and experimental works on nitrogen doping of ZnO, a number of phosphorus doping 
studies is significantly smaller, and mostly pulsed laser deposition growth technique is used 
[Aok00, Ryu00, Ryu02, Mor02, Heo03, Kim03]. Several experiments with phosphine have 
been performed in this work. The growth conditions 
of the undoped ZnO layers were similar to those de-
scribed in Chapter 5.2.2. The Phosphine flow was 
varied from 0 to 2.23 mmol/min and the growth tem-
perature was 800 °C. In contrast to undoped layers, 
 
Fig. 8.11. Structural formula of UDMHy. 
 
Fig. 8.13. Structural formula of phosphin.

























Fig. 8.12. The decomposition of dimethylhydrazine as a function of temperature (after [Bou00], [Ast53]). 
126   8.4. N-precursors 
films doped with the flows 0.02 – 0.22 mmol/min of phosphine are polycrystalline with some 
needle-like depositions (>100 µm long and ~1÷5 µm in diameter) on the surface (Fig. 8.14). 
When the flow of phosphine was increased to 2.23 mmol/min no growth was observed. XRD 
Θ-2Θ measurements in different geometries reveal that no ZnO was grown. The carrier con-
centration and type of conductivity could not be determined due to the rough ZnO surface. 
Phosphine shows degradation effects on the structural and electrical properties of ZnO. Lower 
phosphine flow was not possible due to the flow limitation of mass-flow controllers, thus no 
further experiments with this precursor were performed. 
 
Fig. 8.14. Surface morphology of phosphor doped ZnO layer. 
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